ARMYMDS

EE R R R R R R R R R R R R R R R R R R R R R R R I O R

USACE / NAVFAC / AFCESA / STAR 15620R ( March 2001)

Super sedi ng
UFGS- 15620R ( MAY 2001)

UNI FI ED FACI LI TI ES GUI DE SPECI FI CATI ONS

Specification revised to neet U S. Arny Reserve requirenents (MAY 2001)

I ncl udes changes through to UFGS-15620A (JANUARY 2001)

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

PART 1

=
PRPRPORPRPONWNER

[ N e

(6]

N b N A

N o

SECTI ON TABLE OF CONTENTS
DI VI SION 15 - MECHANI CAL
SECTI ON 15620R
LI QUI D CHI LLERS

03/ 02

GENERAL

REFERENCES

SUBM TTALS

SAFETY REQUI REMENTS

DELI VERY, STORAGE, AND HANDLI NG

PRQIECT/ SI TE CONDI Tl ONS
.1 Verification of Dimensions
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MANUFACTURER S MULTI - YEAR COVPRESSOR WARRANTY
.1 I ndexed Not ebook
.2 Local Service Representative
.3 Equi pnent Warranty Tags

PRODUCTS

STANDARD COMMVERCI AL PRODUCTS
NAMVEPLATES
ELECTRI CAL WORK
SELF- CONTAI NED LI QUI D CHI LLER
.1 Scroll, Reciprocating, or Rotary Screw Type
.4.1.1 Accept abl e Manufacturers of Self-Contained Liquid scroll,
Reci procating, or Rotary Screw Type Chillers
.2 Centrifugal or Rotary Screw Type
.4.2.1 Accept abl e Manufacturers O Sel f-Contained Liquid,
Centrifugal O Rotary Screw Type Chillers.
SPLI T- SYSTEM LI QUI D CHI LLER
1 Conpressor-Chiller Unit
.5.1.1 Accept abl e Manufacturers of Split-System Liquid
Conpressor-Chiller
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Conpressor Unit
Renot e Liqui d Cool er (Evaporator)
Renot e Air- Cool ed Condenser

1
2
3
4

Condenser Casi ng

Coi |

Fans

Accept abl e Manufacturers of Renpte Air-Cool ed Condenser

Renot e Wat er - Cool ed Condenser
Renot e Evaporati vel y- Cool ed Condenser

1
2
3
4

Condenser Casi ng
Ref ri gerant Section
Fans

Wat er Section

LLER COVPONENTS
Refrigerant and Q|
Structural Base
Chiller Refrigerant Circuit
Control s Package

Qperating Controls

Moni toring Capabilities

Pr ogr ammabl e Set poi nts

Safety Controls with Manual Reset

Safety Controls with Autonatic Reset

Rernote Al arm

Ener gy Managenent Control System (EMCS) |nterface

Conpr essor (s)

1
.2
.3
.4

Reci procati ng Conpressor (s)
Scrol | Conpressor(s)
Rotary Screw Conpressor(s)
Centrifugal Conpressor(s)

Conpressor Driver, Electric Mtor
Conpressor Driver, Gas-Engine

O©CoO~NOOOUTEA,WNPE

.10

Starting System
Lubrication System
Cool ant System
Engi ne Heat Exchanger
Engi ne Cool i ng Radi at or
Fuel Supply System
Control s Package
Exhaust Pi pi ng
Exhaust Miffler
Exhaust System Connecti ons

Conpressor Driver, Steam Turbine
Conpressor Driver Connections

Li quid Cool er (Evaporator)

Ai r - Cool ed Condenser Coi l

Wat er - Cool ed Condenser Coi l
Heat Recovery Condenser Coil
Recei vers

Chiller Purge System

Tool s

ABSORPTI ON LI QUI D CHI LLER
Conponent Construction
Conbusti on Burner Assenbly

1
2

SECTI ON 15620R Page 2



2.7.3 Control s Package
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2.11. 4 Tenperature Controls
PART 3 EXECUTI ON
3.1 | NSTALLATI ON
3.1.1 Refrigeration System
3.1.1.1 Equi pnent
3.1.1.2 Fiel d Refrigerant Charging
3.1.1.3 Q| Charging
3.1.2 Mechani cal Room Ventil ation
3.1.3 Field Applied Insulation
3.1. 4 Fiel d Painting
3.2 MANUFACTURER S FI ELD SERVI CE
3.3 CLEANI NG AND ADJUSTI NG
3.4  SYSTEM PERFORMANCE TESTS
3.5 DEMONSTRATI ONS
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LI QUI D CHI LLERS
03/ 02

EE R R R R R R R R R R R R R R R R R R R R R R R I

NOTE: This guide specification covers the
requirenents for liquid chilling equipnent.

Conmment s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Use of electronic comunication is encouraged.

NOTE: UFGS-15620R is a Louisville District Arny
Support Team for the Arny Reserve (STAR) version of
UFGS- 15620A. Any text changed by the STAR is
underlined. Refer all specification comments to
STAR.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

PART 1 GENERAL

1.1 REFERENCES

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: |ssue (date) of references included in

proj ect specifications need not be nore current than
provided by the | atest change (Notice) to this guide
speci fication.

EE R R R R R R R R R E R R R R R R REEEERE R EEEE R R R R R R R R

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

SECTI ON 15620R Page 4
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Al'R CONDI TI ONI NG AND REFRI GERATI ON | NSTI TUTE (ARI)

ARl 450 (1999) Water-Cool ed Refri gerant
Condensers, Renote Type

ARl 460 (2000) Renote Mechanical -Draft Air-Cool ed
Refri gerant Condensers

ARl 480 (1995) Refrigerant-Cool ed Liquid Cool ers,
Renot e Type

ARl 495 (1999) Refrigerant Liquid Receivers

ARl 550/ 590 (1998) Wwater Chilling Packages Using the
Vapor Conpression Cycle

ARl 560 (1992) Absorption Water Chilling and Water
Heat i ng Packages

ARl 575 (1994) Met hod of Measuring Machi nery Sound
Wthin an Equi pnrent Space

ARl 700 (1999) Specifications for Fluorocarbons
and Ot her Refrigerants

ARl 740 (1998) Refrigerant Recovery/ Recycling
Equi pnent

AMERI CAN BEARI NG MANUFACTURERS ASSCCI ATl ON ( AFBMR)

AFBMVA Std 9 (1990) Load Ratings and Fatigue Life for
Bal | Beari ngs

AFBVA Std 11 (1990) Load Ratings and Fatigue Life for
Rol | er Beari ngs

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM A 307 (1997) Carbon Steel Bolts and Studs, 60
000 PSI Tensile Strength

ASTM B 117 (1997) Operating Salt Spray (Fog) Apparatus

ASTM D 520 (1984; R 1995el) Zinc Dust Pignent

ASTM E 84 (1999) Surface Burning Characteristics of

Bui l ding Materials
ASTM F 104 (1995) Nonnetal lic Gasket Materials

AVERI CAN SOCI ETY OF HEATI NG, REFRI GERATI NG AND Al R- CONDI TI ONI NG
ENG NEERS ( ASHRAE)

ASHRAE 15 (1994) Safety Code for Mechani cal

SECTI ON 15620R Page 5
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Refrigeration

ASHRAE 34 (1997) Nunmber Designation and Safety
C assification of Refrigerants

ASHRAE 64 (1995) Methods of Testing Renote
Mechani cal - Draft Evaporative Refrigerant
Condensers
ASME | NTERNATI ONAL ( ASME)
ASME BPV VIII Div 1 (1998) Boiler and Pressure Vessel Code;
Section VIIIl, Pressure Vessels Division 1
- Basi c Coverage
ASME BPV | X (1998) Boiler and Pressure Vessel Code;
Section | X, Welding and Brazing
Qualifications
AMERI CAN WELDI NG SOCI ETY ( AWS)
AWS Z49. 1 (1999) Safety in Wlding and Cutting
NATI ONAL ELECTRI CAL MANUFACTURERS ASSOCI ATI ON ( NEMA)
NEVA MG 1 (1998) Mdtors and Generators
NEVA MG 2 (1989) Safety Standard for Construction
and Guide for Selection, Installation, and

Use of Electric Mdtors and Generators

NEMA SM 23 (1991) Steam Turbines for Mechanical Drive
Servi ce

NATI ONAL FI RE PROTECTI ON ASSCC!I ATI ON ( NFPA)

NFPA 37 (1998) Installation and Use of Stationary
Conbusti on Engi nes and Gas Tur bi nes

NFPA 54 (1999) National Fuel Gas Code
SCCl ETY OF AUTOMOTI VE ENG NEERS ( SAE)

SAE J 537 (1996) Storage Batteries
UNDERWRI TERS LABORATORI ES (UL)

UL 1236 (1994; Rev thru Mar 1999) Battery Chargers
for Charging Engine-Starter Batteries

1.2 SUBM TTALS

EE R R R R R R R R R E R R R R R R R R ERE R E R R R R R

NOTE: Subnmittals nust be limted to those necessary

SECTI ON 15620R Page 6
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for adequate quality control. The inportance of an
itemin the project should be one of the prinary
factors in determning if a submittal for the item
shoul d be required.

I ndicate submittal classification in the blank space
followi ng the nane of the itemrequiring the
submittal by using "G' when the submittal requires

Governnent approval. Subnittals not classified as
"G'" will show on the submittal register as
"Information Only". For submittals requiring

Gover nnent approval, a code of up to three
characters should be used following the "G
designation to indicate the approving authority;
codes of "RE" for Resident Engineer approval, "ED'
for Engi neering approval, and "AE" for
Archi t ect - Engi neer approval are recomended.

EE R R R R R R R R R R R R R R R R R R R R R I R I I R

Governnent approval is required for subnittals with a "G
designation; submittals not having a "G' designation are for
information only. Wen used, a designation following the "G
designation identifies the office that will review the submttal
for the Governnent. The follow ng shall be submitted in
accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs

Drawi ngs; | 1, [ ]
Installation; [ 1. [ ]
Drawi ngs, at least [5 weeks] [__ ] prior to beginning

construction, provided in adequate detail to denponstrate
conpliance with contract requirenments. Draw ngs shall consist of:

a. Equipnent |ayouts which identify assenbly and installation
details.

b. Plans and el evations which identify clearances required for
mai nt enance and operati on.

c. Wring diagrans which identify each conponent individually and
all interconnected or interlocked relationshi ps between conponents.

d. Foundation drawi ngs, bolt-setting information, and foundation
bolts prior to concrete foundation construction for all equipnent
i ndi cated or required to have concrete foundations.

e. Details, if piping and equi pnment are to be supported other
than as indicated, which include | oadings and type of franes,
brackets, stanchions, or other supports.

SD- 03 Product Data

SECTI ON 15620R Page 7
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Refrigeration System [ 1, [ ]

Manuf acturer's standard catal og data, at |east [5 weeks] [
prior to the purchase or installation of a particular conponent,
hi ghlighted to show material, size, options, performance charts
and curves, etc. in adequate detail to denonstrate conpliance wth
contract requirenents. Data shall include manufacturer's
recommended installation instructions and procedures. Data shal
be adequate to denonstrate conpliance with contract requirenents
as specified within the paragraphs:

a. Liquid Chiller
b. Chiller Conponents
c. Accessories

If vibration isolation is specified for a unit, vibration isolator
literature shall be included containing catalog cuts and
certification that the isolation characteristics of the isolators
provi ded neet the manufacturer's recommendati ons.

EE R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Vendor information that forns part of this
gui de specification is pernmssible to use as |long as
the salient features provide for "or equal" product
equi val ents are specified. Subnmittal clauses nust
be nodified to nake known that specific vendor
information is being specified. |If the Contractor
chooses to provide the specified vendor's product,
the submittal for that itemis considered a For
Information Only. |If the Contractor uses a
different "or equal" item then it will be eval uated
against the salient features. Hence, it is

consi dered for Governnent Approval (G. The

Resi dent Engineer (RE) will typically performthe
appr oval

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Manufacturers products listed in this specification are referenced
to establish a standard of quality. Wen the specific product
listed is submtted by the Contractor, that subnmittal will be
considered For Information Only. Wen an equal to that naned in
this specification is submtted, it shall be for Governnent
Approval (Q. The followi ng manufacturer products are
specifically nentioned in this specification

[ COWPRESSOR] [ -] [ CHI LLER] [ CONDENSER] Carri er Corp., Model | 1;
F%ngRESSOR][-][CHILLER][CCNDENSER]Dunhan+Bush, Inc., Model |
,W%VICD)RESSCR] [-]1[ CH LLER] [ CONDENSER] Snyder GCeneral Corp., Model
{COVPR]E’SSZIQ]O[ _][ CHI LLER] [ CONDENSER] Tr ane Conpany., Mbdel [ ]

SECTI ON 15620R Page 8
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FI O
[ COVPRESSOR] [ -] [ CHI LLER] [ CONDENSER] York Int. Corp., Model [ 1;
FI O

[ COVMPRESSOR] [ -] [ CHI LLER] [ CONDENSER] Manuf. Prod. subnitted as an
"or equal"; G RE

Spare Parts; | 1, [ ]

Spare parts data for each different item of equi pment specified
after approval of detail drawings and not later than [ |
nmonths prior to the date of beneficial occupancy. The data shal
include a conplete list of parts and supplies, with current unit
prices and source of supply, a recommended spare parts list for 1
year of operation, and a list of the parts recomended by the
manuf acturer to be replaced on a routine basis.

Posted Instructions; [ 1. 1 ]

Posted instructions, at least [2] [__ ] weeks prior to
construction conpl etion, including equipnent |ayout, wiring and
control diagrans, piping, valves and control sequences, and typed
condensed operation instructions. The condensed operation
instructions shall include preventative nai ntenance procedures,
met hods of checking the systemfor normal and safe operation, and
procedures for safely starting and stopping the system The
posted instructions shall be franmed under glass or |am nated
pl astic and be posted where indicated by the Contracting Oficer

Verification of Dinmensions; [ 1, [ |

Aletter, at least [2] [__ ] weeks prior to beginning
construction, including the date the site was visited,
conformati on of existing conditions, and any discrepanci es found.

Manufacturer's Milti-Year Conpressor Warranty; | 1, [ |

Manufacturer's nmulti-year warranty for conpressor(s) in
air-cooled liquid chillers as specified.

Factory Tests; [ 1. I ]

Schedul es, at least [2] [__ ] weeks prior to the factory test,
which identify the date, tine, and location for each test.
Schedul es shall be subnmitted for both the Chiller Performance Test
and the Chiller Sound Test. [The Chiller Performnce Test
schedul e shall also allow the witnessing of the test by a
Gover nnent Representative. ]

Syst em Performance Tests; [ 1, [ ]

A schedule, at least [2] [__ ] weeks prior to the start of
related testing, for the system performance tests. The schedul es
shal |l identify the proposed date, tine, and location for each test.

SECTI ON 15620R Page 9
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Denonstrations; [ 1. [ ]

A schedule, at least [2] [__ ] weeks prior to the date of the
proposed training course, which identifies the date, tinme, and
| ocation for the training.
SD- 06 Test Reports

Factory Tests; [ 1. I ]

[Six] [ ] copies of the report shall be provided in bound
216 x 279 mm (8 1/2 x 11 inch) 8 1/2 x 11 inch booklets. Reports
shall certify the conpliance with performance requirenents and
follow the format of the required testing standard for both the
Chiller Performance Tests and the Chiller Sound Tests. Test
report shall include certified calibration report of all test
instrunentation. Calibration report shall include certification
that all test instrumentation has been calibrated within 6 nonths
prior to the test date, identification of all instrunmentation, and
certification that all instrunentation conplies with requirenents
of the test standard. Test report shall be submitted [1] |
week after conpletion of the factory test.

Syst em Performance Tests; [ 1, [ ]

[Six] [ ] copies of the report shall be provided in bound
216 x 279 (8 1/2 x 11 inch) 8 1/2 x 11 inch booklets. The report
shal | docunent conpliance with the specified perfornmance criteria
upon conpl etion and testing of the system The report shal
i ndi cate the nunber of days covered by the tests and any
conclusions as to the adequacy of the system The report shal
al so include the following information and shall be taken at |east
three different times at outside dry-bulb tenperatures that are at
| east 3 degrees C (5 degrees F) 5 degrees F apart:

a. Date and outside weather conditions.
b. The | oad on the system based on the foll ow ng:

(1) The refrigerant used in the system

(2) Condensing tenperature and pressure.

(3) Suction tenperature and pressure.

(4) For absorption units, the cooling water pressures and
tenperatures entering and exiting the absorber and condenser
Al'so the refrigerant solution pressures, concentrations, and
tenperatures at each neasurable point within the system

(5) Running current, voltage and proper phase sequence for each
phase of all notors.

(6) The actual on-site setting of all operating and safety
controls.

(7) Chilled water pressure, flow and tenperature in and out of
the chiller.

(8) The position of the [capacity-reduction gear] [gas supply
control valve] [fuel oil supply valve] at machine off, one-third

SECTI ON 15620R Page 10
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| oaded, one-half |oaded, two-thirds | oaded, and fully | oaded.
SD-07 Certificates

Refrigeration System [ 1, [ ]

Where the system conponents, or equi pnent are specified to
comply with requirenents of AGA, NFPA, AR, ASHRAE, ASME, or UL,

[y ] copy of proof of such conpliance shall be provided
The | abel or listing of the specified agency shall be acceptable
evidence. In lieu of the label or listing, a witten certificate

froman approved, nationally recognized testing organization

equi pped to perform such services, stating that the itens have
been tested and conformto the requirenents and testing nethods of
the specified agency may be subnmitted. Wen perfornance
requirenents of this project's drawi ngs and specifications vary
fromstandard ARl rating conditions, conputer printouts, catal og,
or other application data certified by ARl or a nationally

recogni zed | aboratory as descri bed above shall be included. |If

ARl does not have a current certification programthat enconpasses
such application data, the manufacturer may self certify that his
application data conplies with project performance requirenents in
accordance with the specified test standards.

Servi ce Organi zation; | 1. [ ]

A certified list of qualified pernmanent service organi zations
for support of the equi pnent which includes their addresses and
qualifications. The service organizations shall be reasonably
convenient to the equi pment installation and be able to render
satisfactory service to the equi pnent on a regular and energency
basis during the warranty period of the contract.

SD- 10 Operation and Mai ntenance Data

Qperation Mnuals; | 1, [ ]

[Six] [ ] compl ete copies of an operation manual in bound
216 x 279 (81/2 x 11 inch) 8 1/2 x 11 inch booklets listing
step-by-step procedures required for systemstartup, operation
abnor mal shut down, energency shutdown, and nornmal shutdown at

least [4] [ ] weeks prior to the first training course. The
bookl ets shall include the manufacturer's name, nodel number, and
parts list. The manuals shall include the manufacturer's nane,

nodel nunber, service manual, and a brief description of all
equi pnent and their basic operating features.

Mai nt enance Manual s; [ 1. 1 ]

[Six] [ ] compl ete copies of maintenance nanual in bound 216
X 279 (81/2 x 11 inch) 8 1/2 x 11 inch booklets listing routine
mai nt enance procedures, possible breakdowns and repairs, and a
troubl e shooting guide. The manuals shall include piping and
equi pnent | ayouts and sinplified wiring and control diagrans of

SECTI ON 15620R Page 11
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the system as install ed.
3  SAFETY REQUI REMENTS

Exposed noving parts, parts that produce high operating tenperature, parts
which may be electrically energized, and parts that may be a hazard to
operating personnel shall be insulated, fully enclosed, guarded, or fitted
with other types of safety devices. Safety devices shall be installed so
that proper operation of equipnent is not inpaired. WIding and cutting
safety requirenents shall be in accordance with AWS Z49. 1.

.4 DELI VERY, STORAGE, AND HANDLI NG

Stored itens shall be protected fromthe weather, humdity and tenperature
variations, dirt and dust, or other contam nants. Proper protection and
care of all naterial both before and during installation shall be the
Contractor's responsibility. Any nmaterials found to be damaged shall be
repl aced at the Contractor's expense. During installation, piping and
sim | ar openings shall be capped to keep out dirt and other foreign matter.

.5 PRQJECT/ SI TE CONDI Tl ONS

.5.1 Verification of D nensions

The Contractor shall becone fanmiliar with all details of the work, verify
all dimensions in the field, and advise the Contracting O ficer of any
di screpancy before perform ng any work.

.5.2 Dr awi ngs

Because of the small scale of the drawings, it is not possible to indicate
all offsets, fittings, and accessories that may be required. The
Contractor shall carefully investigate the plunbing, fire protection

el ectrical, structural and finish conditions that would affect the work to
be performed and shall arrange such work accordingly, furnishing required
of fsets, fittings, and accessories to neet such conditions.

6 MANUFACTURER S MULTI - YEAR COVPRESSOR WARRANTY

EE R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: This paragraph is to be used only in
conjunction with an air-cooled liquid chiller. |If
an air-cooled liquid chiller is not specified, then
del ete this paragraph.

The designer will be responsible for selecting the

I ength of the warranty, the type (i.e., parts only,
or parts and labor), and a response tine.

Coordi nate the selections nade with the installation
and consi der the needs and repair/response
capabilities of the user, the criticality of the
site, the location of the site in relation to the
avai lability of manufacturer qualified technicians,
and cost.

SECTI ON 15620R Page 12
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Response tine is site/manufacturer dependent

al t hough for nost sites a 6-hour response tine is
reasonabl e. Response tine nmay differ fromthe
response tine indicated for itens covered under the
standard construction warranty. Designers nust be
aware that specifying a response tine |ess than 24
hours for warranty service on chillers at renote
sites may limt conpetition

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

The Contractor shall provide a [5] [10] year [parts only (excludes
refrigerant)][parts and | abor (includes refrigerant)] manufacturer's
warranty on the air-cooled chiller conpressor(s). This warranty shall be
directly fromthe chiller manufacturer to the Government and shall be in
addition to the standard one-year warranty of construction. The
manufacturer's warranty shall provide for the repair or replacenment of the
chiller conmpressor(s) that become inoperative as a result of defects in
material or workmanship within [5] [10] years after the date of fina
acceptance. Wen the manufacturer determ nes that a conpressor requires
repl acenent, the manufacturer shall furnish new conpressor(s) at no
additional cost to the Government. Upon notification that a chiller
conpressor has failed under the terns of the warranty, the nanufacturer
shall respond in no nore than [6] [24] | ] hours. Response shall nean
havi ng a manufacturer-qualified technician onsite to evaluate the extent of
the needed repairs. The warranty period shall begin on the sanme date as
final acceptance and shall continue for the full product warranty period.

.6.1 | ndexed Not ebook

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Where nultiple air-cooled liquid chillers are
to be covered by a manufacturer's multi-year
warranty, include the follow ng paragraph. This

par agraph requires a bound and i ndexed not ebook

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

The Contractor shall furnish to the Contracting O ficer a bound and i ndexed
not ebook containing a conplete listing of all air-cooled liquid chillers
covered by a manufacturer's nulti-year warranty. The chiller |ist shal
state the duration of the warranty thereof, start date of the warranty,
endi ng date of the warranty, |ocation of the warranted equi pment, and the
poi nt of contact for fulfillnent of the warranty. Point of contact shal

i nclude the nane of the service representative along with the day, night,
weekend, and hol i day phone nunbers for a service call. The conpl eted bound
and i ndexed not ebook shall be delivered to the Contracting Ofice prior to
final acceptance of the facility.

.6.2 Local Service Representative
The Contractor shall furnish with each manufacturer's multi-year warranty
t he nane, address, and tel ephone nunber (day, night, weekend, and hol i day)

of the service representative nearest to the |ocation where the equi pnent
is installed. Upon a request for service under the nulti-year warranty,
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the service representative shall honor the warranty during the warranty
peri od, and shall provide the services prescribed by the terns of the
warranty.

1.6.3 Equi pnrent Warranty Tags

At the tinme of installation, each itemof nanufacturer's nmulti-year

war rant ed equi prrent shall be tagged with a durable, oil- and

wat er-resi stant tag, suitable for interior and exterior |ocations,

resistant to solvents, abrasion, and fading due to sunlight. The tag shal
be attached with copper wire or a pernmanent, pressure-sensitive, adhesive
backing. The tag shall be installed in an easily noticed | ocation attached
to the warranted equi pnent. The tag for this equi pnent shall be simlar to
the following in format, and shall contain all of the listed information:

MANUFACTURER S MULTI - YEAR WARRANTY EQUI PMENT TAG
Equi pnent / Product Cover ed:
Manuf act urer: Model No. : Serial No.:
Warranty Period: From to
Contract No.:
Warranty Contact:
Name:
Addr ess:
Tel ephone:
STATI ON PERSONNEL SHALL PERFORM PREVENTI VE
MAI NTENANCE AND OPERATI ONAL MAI NTENANCE

PART 2 PRODUCTS

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: Job specifications will be witten to avoid
restrictions on specific types of refrigerant

(excluding CFC refrigerants) in order to encourage
conpetitive bidding of avail able product offerings.

Mninmumchiller efficiencies will either be
presented in this specification or on the design
drawi ngs. Delete chiller efficiencies in the
specification if efficiencies are shown on the
drawings. |If the efficiencies are shown on the
drawi ngs, reference the applicable ARl standard.

The following is a list of terns which are conmonly
used in regard to efficiency ratings of equi pnent
defined within this specification.

COP - Coefficient of Performance (dinensionless)
EER - Energy Efficiency Ratio (Btuh/Watt)

IPLV - Integrated Part Load Val ue

(di nensi onl ess or kWton)

NPLV - Non- Standard Part Load Val ue

(di nensi onl ess or kWton)

Note that the I PLV ratings presented by
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manuf acturers are based upon standard rating
conditions established by ARI. NPLV ratings on the
ot her hand are based upon site specific rating
conditions. NPLV ratings should be specified in
nost applications. NPLV ratings will be coordinated
with ARl and with the chiller manufacturers

The following is a list of mininumfull |oad and
part load efficiency ratings to be used to specify
electrically driven, air-cool ed and wat er-cool ed
liquid chillers. Mninmumefficiency ratings for
absorption chillers are defined under paragraph
ABSORPTI ON LI QUID CHI LLER

M ni mum Efficiencies for Air-Cooled Chillers

Full Load | PLV
CoP (EER) CoP  (kWton)

Ai r-Cool ed (with Condenser):
527 kW (150 tons) or less = 2.8 (9.5) 3.1 (1.12)
greater than 527 kW (150 tons) = 2.7 (9.2 2.9 (1.22
Ai r- Cool ed (Condenserl ess):
Al'l Capacities = 3.1 (10.6) 3.2 (1.10)

M ni mum Efficiencies for Water-Cool ed Chillers

Ful | Load | PLV

Capacity COP (EER) COP (kWton)
281 kW (80 tons) or less = 3.9 (13.3) 4.7 (0.75)
greater than 281 kw (80 tons)
or less than or equal to
351 kw (100 tons) = 3.9 (13.3) 5.1 (0.70)
greater than 351 kw (100 tons)
or less than or equal to
702 kw (200 tons) = 4.7 (16.0) 5.4 (0.65)
greater than 702 kw (200 tons)
or less than or equal to
1757 kw (500 tons) = 5.7 (19.4) 6.1 (0.58)
greater than 1757 kw (500 tons) = 5.9 (20.0) 6.3 (0.56)

Because of typical manufacturing practices,
air-cool ed and small water-cooled chillers
(typically less than 527 kW (150 tons)) are not
available in nmultiple efficiencies for each
avai | abl e capacity. Only one nodel, and therefore,
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only one efficiency is available froma manufacturer
for a given capacity. The mninmum efficiencies
stated above for air-cooled and small water-cool ed
chillers are | ow enough to allow all of the nmgjor
chiller manufacturers to conpetitively bid.

Speci fying a higher efficiency for air-cooled and
smal | water-cooled chillers will Iimt conpetition
and nay require a sole source justification

Larger water-cooled chillers (greater than 527 kW
(150 tons)) are available in nmultiple efficiencies
for each avail able capacity. The m ni num
efficiencies stated above are only guidelines in
specifying efficiencies. The designer will be
responsi ble for developing a life cycle cost

conpari son between avail able efficiencies to
deternmne the optinmumalternative. The decision to
specify a nore efficiency liquid chiller than the

m ni nuns defined above will typically be driven by
the kWhour costs, the electrical demand costs, and
the chiller's annual energy usage. A designer
shoul d devel op a sole source justification (if
applicable) to procure the nost life cycle cost
effective chiller applicable. Coordinate chiller
efficiencies with chiller nmanufacturers prior
finalizing the specification.

The driving force in the procurenent of higher
efficient equi pnment is Executive Order 12902.
Executive Order 12902 specifies that energy
consuni ng products be selected which are in the top
25 percent of their class for energy efficiency or,
at a mninum at |east 10 percent better than
current federal mininmmstandards, to the extent
practical and cost effective.

Full and part |oad efficiencies for gas-engi ne
driven liquid chillers will have a COP of between
1.0 and 2.0 based upon operating conditions (i.e.
with heat recovery, w thout heat recovery, etc.). A
designer will coordinate with chiller nmanufacturers
prior to specifying a minimumfull or part |oad
efficiency for a gas-engine driven chiller
Gas-engi ne driven chiller can be provided with
conpressors of the centrifugal type (typically

| arger than 2460 kW (700 tons)), the rotary screw
type (internediate sizes), the reciprocating type
(typically up to 703 kW (200 tons)), and the scrol
type (small systen).

Proj ects which include vapor-conpression type liquid
chillers (this excludes absorption chillers) will
comply with the safety standards defined i n ASHRAE
15. Designers will be responsible for thoroughly
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researching and i npl enmenting the ASHRAE 15 safety
requirenents. For refrigerant-containing parts
(excluding piping) located within an i ndoor space, a
desi gner can use the follow ng 6-step synopsis as a
guide in determning "System Application

Requi rement s" from ASHRAE 15.

Step 1. Identify the safety group
classification of the refrigerant anticipated to be
used in the new liquid chilling equipnent.
Refrigerants R-22 and R-134a are considered G oup Al
refrigerants. Refrigerant R-123 is considered a
Group Bl refrigerant.

Step 2. Identify the occupancy classification
of the facility which will house the new liquid
chilling equipnent. CQccupancies include
institutional, public assenbly, residential
commercial, large nercantile, industrial, and nixed

types.

Step 3. Determne the system probability (high
or low) of the new liquid chilling equipnent.
Liquid chillers are typically considered
| ow probability systens according to ASHRAE 15.

Step 4. Estinmate the quantity of refrigerant
(grans or pounds) in the largest single liquid
chiller or largest refrigerant circuit of the new
equi pnent. The designer will research catal og data
froma mninumof 2 different liquid chiller
manufacturers in order to get an approxi mation

Step 5. Determne the volune (cubic neters or
cubic feet) of the indoor space which is planned to
house the new liquid chilling equipnent.

Step 6. Identify the "System Application
Requirenments" fromthe applicable table in ASHRAE 15
based upon the information identified in the
previous steps (e.g., safety group, occupancy,
system probability, refrigerant quantity, and indoor
space volunme). The "System Application
Requirenments" will dictate applicable refrigerant
limtations as well as occupied space or nechanica
roomrequirenents. Typically, indoor spaces housing
liquid chilling equi prent nust neet the nechanica
room requirenents defined in ASHRAE 15.

ASHRAE 15 refers to a nechanical roomas a nachi nery
room however, the ternms are synonynous. On
mechani cal room desi gn, ASHRAE 15 touches on
criteria concerning chiller placenent, ventilation
desi gn, door and passageway restrictions,
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refrigerant nonitoring, open-flane devices,
pressure-relief and purge piping. In addition to
mechani cal room desi gn, ASHRAE 15 al so touches on
criteria concerning refrigerant piping, signs,

sel f-contai ned breathing apparatus (SCBA), and

m scel | aneous installation restrictions. (SCBAs
cannot be considered MCA funded itens and are
therefore not included in this specification.)

EE R R R R R R R R R R R R R R R R R R R R R I R

2.1 STANDARD COWMVERCI AL PRODUCTS

Mat eri al s and equi pnent shall be standard products of a manufacturer

regul arly engaged in the manufacturing of such products, which are of a
simlar material, design and workmanshi p. The standard products shall have
been in satisfactory comercial or industrial use for 2 years prior to bid
opening. The 2 year use shall include applications of equipnent and
materials under sinilar circunstances and of simlar size. The 2 years
experi ence shall be satisfactorily conpleted by a product which has been
sold or is offered for sale on the comercial market through
advertisenents, manufacturer's catal ogs, or brochures. Products having
less than a 2 year field service record shall be acceptable if a certified
record of satisfactory field operation, for not |ess than 6000 hours
exclusive of the manufacturer's factory tests, can be shown. Products
shal | be supported by a service organi zation. System conponents shall be
environnental ly suitable for the indicated | ocations.

2.2 NAMVEPLATES

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: |In a salt water environment, substitute
accept abl e non-corrodi ng netal such as but not
limted to nickel-copper, 304 stainless steel, or

monel .  Alunminumis unacceptable. Nonenclature (or
systemidentification) should be established by the
desi gner.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

Maj or equi pnent including chillers, conpressors, conpressor drivers,
condensers, liquid coolers, receivers, refrigerant |eak detectors, heat
exchanges, fans, and notors shall have the manufacturer's nanme, address,
type or style, nodel or serial nunber, and catal og nunber on a plate
secured to the itemof equipnent. Plates shall be durable and | egible

t hr oughout equi pnent |ife and nade of [anodized al um num [stainless steel]
[ ]. Plates shall be fixed in prom nent |ocations with nonferrous
screws or bolts.

2.3 ELECTRI CAL WORK

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: \Where notor starters for mechani cal equi pnent
are provided in notor-control centers, the
references to notor starters will be del eted.

EE R R R R R R R R R R R R R R R R R R R R R R R R O O R
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El ectrical equi pment, notors, notor efficiencies, and wiring shall be in
accordance with Section 16415 ELECTRI CAL WORK, | NTERIOR.  Electrical notor
driven equi pnent specified shall be provided conplete with notors, notor
starters, and controls. Electrical characteristics shall be as shown, and
unl ess otherwi se indicated, all notors of 746 kW (1 hp) 1 horsepower and
above with open, dripproof, totally enclosed, or explosion proof fan cool ed
encl osures, shall be high efficiency type. Field wiring shall be in
accordance with manufacturer's instructions. Each notor shall conformto
NEMA MG 1 and NEMA MG 2 and be of sufficient size to drive the equi pnent at
the specified capacity w thout exceeding the naneplate rating of the notor.
Motors shall be continuous duty with the encl osure specified. Motor
starters shall be provided conplete with thermal overload protection and
ot her appurtenances necessary for the notor control indicated. Mtors
shal |l be furnished with a magnetic across-the-line or reduced voltage type
starter as required by the nanufacturer. NMbtor duty requirenments shal
al l ow for maxi mum frequency start-stop operation and m ni num encount ered
i nterval between start and stop. Mdttors shall be sized for the applicable
| oads. Modtor torque shall be capable of accelerating the connected | oad
within 20 seconds with 80 percent of the rated voltage naintai ned at notor
termnals during one starting period. Mtor bearings shall be fitted with
grease supply fittings and grease relief to outside of enclosure. Mnua
or autonatic control and protective or signal devices required for the
operation specified and any control wiring required for controls and
devi ces specified, but not shown, shall be provided.

2.4 SELF- CONTAI NED LI QUI D CHI LLER

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Typically, units 500 tons or smaller are
fully assenbled and run-tested at the factory.

Units larger than 500 tons are typically shipped and
t hen assenbl ed, charged, and run-tested in the field.

EE R R R R R R R R R R R R R R R R R R R R R R R O R

Unl ess necessary for delivery purposes, units shall be assenbl ed,

| eak-tested, charged (refrigerant and oil), and adjusted at the factory.

In lieu of delivery constraints, a chiller nmay be assenbl ed, |eak-tested,
charged (refrigerant and oil), and adjusted at the job site by a factory
representative. Unit conponents delivered separately shall be seal ed and
charged with a nitrogen holding charge. Unit assenbly shall be conpleted
in strict accordance with manufacturer's recommendations. Chiller shal
operate within capacity range and speed recomrended by the nanufacturer
Parts wei ghing 23 kg 50 pounds or nore which nust be renoved for

i nspection, cleaning, or repair, such as notors, gear boxes, cylinder
heads, casing tops, condenser, and cool er heads, shall have lifting eyes or
lugs. Chiller shall include all customary auxiliaries deened necessary by
the manufacturer for safe, controlled, automatic operation of the

equi pnment. Chiller shall be provided with a single point wiring connection
for incom ng power supply. Chiller's condenser and |liquid cool er shall be
provided with [standard] [narine] water boxes with [grooved nechani cal ]
[flanged] [wel ded] connecti ons.

2.4.1 Scroll, Reciprocating, or Rotary Screw Type
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EE R R R R R R R R R R R R R R R R R R R R R O R

NOTE: These type units are typically available in
capacities of 1406 kW (400 tons) or |ess.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Chiller shall be constructed and rated in accordance with AR 550/590.
Chiller shall be conformto ASHRAE 15. [Chiller shall have a m ni mum ful
| oad COP EER rating of [ ] and a part load COP kWton rating of |
in accordance with ARl 550/590.] As a minimum chiller shall include the
foll owi ng conponents as defined in paragraph CH LLER COVPONENTS.

]

a. Refrigerant and oil

b. Structural base

c. Chiller refrigerant circuit

d. Controls package

e. Scroll, reciprocating, or rotary screw conpressor
f. Conpressor driver, [electric notor] [gas-engine]
g. Conpressor driver connection

h. Liquid cool er (evaporator)

i. [Ar][Water]-cool ed condenser coi

j. [Heat recovery condenser]

k. [ Receiver]

|. Tools

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

Edit the applicable manufacturer references and
nodel references into the clauses as shown bel ow
These products listed bel ow represent the
recomended manufacturer's products by the Arny
Reserve. Designers shall use professional judgenent
and up-to-date manufacturer information while
editing and revising this list.
EIRE R R I S I I I R b R R S I S I I R R I S I S I I R A R I O I S S R I S O I I I
2.4.1.1 Accept abl e Manufacturers of Self-Contained Liquid scroll,
Reci procating, or Rotary Screw Type Chillers

Carrier Corp., Mdel | ].

Dunham Bush, Inc., Mdel | ].

Snyder General Corp., Mdel [ ].
Trane Conpany, Model | ].

York International Corp., Mdel [ ].

O an approved equal in accordance with section 00700, Materials and
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Wor kmanshi p.

2.4.2 Centrifugal or Rotary Screw Type

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: These type units are typically available in
capacities of 703 kW (150 tons) or nore.

EE R R R R R R R R R R R R R R R R R R R R R R R R I R

Chiller shall be constructed and rated in accordance with ARl 550/590.
[Chiller shall have a mininumfull load COP EER rating of [ ] and a
part |oad COP kWton rating of [ ] in accordance with ARl 550/590.]
Chiller shall conformto ASHRAE 15. As a mininum chiller shall include
the foll owi ng conponents as defined in paragraph CH LLER COVPONENTS.

a. Refrigerant and oil

b. Structural base

c. Chiller refrigerant circuit

d. Controls package

e. Centrifugal or rotary screw conpressor

f. Conpressor driver, [electric notor] [gas-engine] [steam turbine]

g. Conpressor driver connection

h. Liquid cool er (evaporator)

i. [Ar][Water]-cool ed condenser coil

j. [Heat recovery condenser coil]

k. [ Receiver]

I. Purge systemfor chillers which operate bel ow at nospheric pressure

m Tool s

2.4.2.1 Accept abl e Manufacturers O Self-Contained Liquid, Centrifugal O
Rotary Screw Type Chillers.

Carrier Corp., Mdel | ].

Snyder General Corp., Mdel [ ].
Trane Conpany, Model | ].

York International Corp., Mdel [ ].

O an approved equal in accordance with section 00700, Materials and
Wor kmanshi p.

2.5 SPLI T- SYSTEM LI QUI D CHI LLER

Total chiller systemshall be constructed and rated in accordance with ARl
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550/ 590. Individual chiller conponents shall be constructed and rated in
accordance with the applicable ARl standards. Chiller systemshall be
conformto ASHRAE 15. [Chiller shall have a mininumfull |oad COP EER
rati ng of [ ] and a part load COP kWton rating of | ] in
accordance with ARl 550/590.] Chiller shall be assenbled, |eak-tested,
charged (refrigerant and oil), and adjusted at the job site in strict
accordance with manufacturer's recomendations. Unit conponents delivered
separately shall be sealed and charged with a nitrogen hol di ng charge.

Unit assenbly shall be conpleted in strict accordance with manufacturer's
recommendations. Chiller shall operate within capacity range and speed
recommended by the manufacturer. Parts weighing 23 kg 50 pounds or nore
whi ch nmust be renoved for inspection, cleaning, or repair, shall have
lifting eyes or lugs. Chiller shall include all customary auxiliaries
deened necessary by the manufacturer for safe, controlled, automatic
operation of the equipnent. Chiller's condenser and |liquid cooler shall be
provided with [standard] [narine] water boxes with [grooved nechani cal ]
[flanged] [wel ded] connections. As a mininum chiller shall include the
foll owi ng conponents as defined in paragraph CH LLER COVPONENTS.

a. Refrigerant and oil

b. Structural base

c. Chiller refrigerant circuit
d. Controls package

e. [Receiver]

f. Tools

2.5.1 Conpressor-Chiller Unit

EE R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: A conpressor-chiller unit contains both the
conpressor and liquid cooler as a single package
fromthe factory. For a conplete chilled water
system a conpressor-chiller nust be specified al ong
with a renote condenser.

EE R R R R R R R R R R R R R R R R R R R R R R O R

As a mninmum the conmpressor-chiller unit shall include the follow ng
conponents as defined in paragraph CH LLER COVPONENTS.

a. Scroll, reciprocating, or rotary screw conpressor
b. Conpressor driver, electric notor

c. Conpressor driver connection

d. Liquid cooler (evaporator)

2.5.1.1 Accept abl e Manufacturers of Split-System Li quid Conpressor-Chiller
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Carrier Corp., Mdel | ].

Snyder General Corp., Mdel [ ].
Trane Conpany, Model | ].

York International Corp., Mdel [ ].

O an approved equal in accordance with section 00700, Materials and
Wor kmanshi p.

2.5.2 Conpressor Unit

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: A conpressor unit contains only the
conpressor as a single package fromthe factory.
For a conplete system a conpressor unit nust be
specified along with a renote |liquid cooler and a
renot e condenser.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

As a mninmm the condensing unit shall include the follow ng conponents as
defined in paragraph CH LLER COVPONENTS.

a. Scroll, reciprocating, or rotary screw conpressor
b. Conpressor driver, electric notor
c. Conpressor driver connection

2.5.3 Renmpot e Li qui d Cool er (Evaporator)

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Delete this paragraph if a conpressor unit is
not specified.

EE R R R R R R R R R R R R R R R R R R R R R R R I R R R O O R

Cool er shall be constructed and rated in accordance with ARl 480. Cool er
shal |l be of the shell-and-coil or shell-and-tube type design. Cooler's
refrigerant side shall be designed and factory pressure tested to conply
with ASHRAE 15. Cooler's water side shall be designed and factory pressure
tested for not less than [1,000] [1,700] kPa [150] [250] psi. Cooler shel
shal | be constructed of seam ess or welded steel. Coil bundles shall be
totally renovabl e and arranged to drain conpletely. Tubes shall be

seanl ess copper, plain, integrally finned with snboth bore or integrally
finned with enhanced bore. Each tube shall be individually replaceable.
Tubes shall be installed into carbon mld steel tube sheets by rolling.
Tube baffles shall be properly spaced to provide adequate tube support and
cross flow Cooler shall be skid-nmounted. Refrigerant circuit shall be
conplete with liquid sol enoid val ve and expansi on devi ce capabl e of

nodul ating to the nminimum step of capacity unl oading.

2.5.4 Renpot e Air-Cool ed Condenser
Condenser shall be a factory-fabricated and assenbl ed unit, consisting of
coils, fans, and electric notor drive. Condenser shall be constructed and

rated in accordance with ARl 460. Unless the condenser coil is conpletely
protected through inherent design, |ouvered panel coil guards shall be
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provi ded by the manufacturer to prevent physical damage to the coil

Manuf acturer shall certify that the condenser and associ ated equi pnent are
designed for the subnitted condensing tenperature. For design conditions,

i f mat ched conbination catal og ratings natching renpte condensers to
conpressors are not available, the Contractor shall furnish a crossplotting
of the gross heat rejection of the condenser against the gross heat
rejection of the conpressor, for the design conditions to show the
conpatibility of the equi pnent furnished.

2.5.4.1 Condenser Casing

Condenser casing shall be al umi numnot |ess than 2 nm (0.080 inch) 0.080

i nch or hot-dip galvani zed steel not lighter than 1.2 mm (18 gauge) 18 gauge.
Condensers having horizontal air discharge shall be provided with

di scharge baffle to direct air upward, constructed of the sane material and

t hi ckness as the casing.

2.5.4.2 Coi

EE R R R R R R R R R R R R R R R R R R R R R R R I

NOTE: Standard coil construction is copper tubes
with aluminumfins. For excessively corrosive

at nospheres, either copper tubes with copper fins or
al um num tubes with al um num fins should be
considered. For additional corrosion protection
specify the nanufacturer's standard epoxy or vinyl
coati ng.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Condenser coil shall be of the extended-surface fin-and-tube type and shal
be constructed of seam ess [copper] [or] [alum nun] tubes with conpatible
[copper] [or] [alum num fins. Fins shall be soldered or nmechanically
bonded to the tubes and installed in a netal casing. Coils shall be
circuited and sized for a mninumof 3 degrees C 5 degrees F subcooling and
full punpdown capacity. Coil shall be factory |eak and pressure tested
after assenbly in accordance with ASHRAE 15. [Coil shall be entirely
coated with the manufacturer's standard epoxy or vinyl coating.]

2.5.4.3 Fans

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

NOTE: When the density of the anbient air to be
handl ed by the fans differs substantially fromthe
density of the standard air value of 1.2 kg per
cubic m (0.075 pound per cubic foot) at 21 degrees C
(70 degrees F) and 101 kPa (29.92 inches nercury),
the density of the air and/or the el evation above
mean sea level will be stated.

EE R R R R R R R R R E R R R R R R REEEERE R EEEE R R R R R R R R

Fans shall be centrifugal or propeller type as best suited for the
application. Fans shall be direct or V-belt driven. Belt drives shall be
conpletely enclosed within the unit casing or equipped with a guard. Wen
belt drive is provided, an adjustable sheave to furnish not |ess than 20
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percent fan-speed adjustnent shall be provided. Sheaves shall be selected
to provide the capacity indicated at the approxi mate m dpoi nt of the
adjustment. Fans shall be statically and dynanically bal anced.

.5.2. 4 Accept abl e Manufacturers of Renbte Air-Cool ed Condenser

Carrier Corp., Mdel | ].

Snyder General Corp., Mdel [ ].
Trane Conpany, Model | ].

York International Corp., Mdel [ ].

O an approved equal in accordance with section 00700, Materials and
Wor kmanshi p.

.5.5 Renot e Wat er - Cool ed Condenser

Condenser shall be a factory-fabricated and assenbled unit constructed and
rated in accordance with ARl 450. Condenser shall be of the shell-and-coi
or shell-and-tube type design. Condenser's refrigerant side shall be
designed and factory pressure tested to conply with ASHRAE 15. Condenser's
wat er side shall be designed and factory pressure tested for not |ess than
[1,000] [1,700] kPa [150] [250] psi. Condensers shall be conplete with
pressure relief valve or rupture disk, water drain connections, refrigerant
chargi ng valve, and stand or saddle. Low pressure refrigerant condenser
shal |l be provided with a purge valve |located at the highest point in the
condenser to purge non-condensi bl es trapped in the condenser. Condenser
shell shall be constructed of seam ess or welded steel. Coil bundles shal
be totally renovable and arranged to drain conpletely. Tubes shall be
seanl ess copper, plain, integrally finned with snboth bore or integrally
finned with enhanced bore. Each tube shall be individually replaceable,
except for the coaxial tubes. Tubes shall be installed into carbon mld
steel tube sheets by rolling. Tube baffles shall be properly spaced to
provi de adequate tube support and cross flow. Condenser perfornmance shal
be based on water velocities not less than 0.91 m's (3 fps) 3 fps nor nore
than 3.7 nm (12 fps) 12 fps and a fouling factor of [0.00025] [0.0005].

Wat er - cool ed condensers nay be used for refrigerant storage in lieu of a
separate liquid receiver, if the condenser storage capacity is 20 percent
in excess of the fully charged systemfor renbte water cool ed condensers.

.5.6 Renpot e Evaporati vel y- Cool ed Condenser

Condenser shall be rated and tested in accordance with the requirenents of

ASHRAE 64. Condenser shall include fans, water punp with suction strainer
electric notor and drive equipnent, water elimnators if required,
condensing coil, liquid receiver if required, water pan or sunp, spray

nozzl es or water-distribution pan, water strainer, water nake-up assenbly,
bl eeder with flow val ve of the needle valve type sized for the flow
required or a fixed orifice, enclosure with suitable access doors, and
air-inlet and outlet openings. No water shall carry over into the unit

di scharge outl et.

.5.6.1 Condenser Casing

Encl osure shall be constructed of not lighter than [1.3 mm 18 gauge hot-dip
gal vani zed steel] [2.0 mm 0.080 inch alum nunj, reinforced and braced.
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Access doors or panels suitably sized and | ocated shall be provided for
access to water nozzles or distribution pan, coils, and valves for
cleaning, repair, or renmoval of the item Access doors or panels shall be
gasketed with synthetic rubber, or equival ent gasket material, and | ocked
in place with thumb screws or catches. One-half inch nesh hot-dip

gal vani zed steel or copper air-inlet screens shall be provided on each air
inlet.

.5.6.2 Refri gerant Section

Condenser coil shall be constructed of unfinned copper or steel tubes

hot -di p gal vani zed after fabrication. The receiver shall be wel ded stee
and shall be fitted and tested in accordance with ARl 495. A refrigerant
chargi ng valve shall be installed in the liquid |ine between the receiver
cut-off valve and the expansion device. Refrigerant section shall be
tested in accordance with ASHRAE 15 for the refrigerant enployed in the
system

.5.6.3 Fans

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: When the density of the anbient air to be
handl ed by the fans differs substantially fromthe
density of the standard air value of 1.2 kg per
cubic m (0.075 pound per cubic foot) at 21 degrees C
(70 degrees F) and 101 kPa (29.92 inches nercury),
the density of the air and/or the el evation above
mean sea level will be stated.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Fans shall be centrifugal or propeller type as best suited for the
application. Fans shall be direct or V-belt driven. Belt drives shall be
conpletely enclosed within the unit casing or equipped with a guard. Wen
belt drive is provided, an adjustable sheave to furnish not |ess than 20
percent fan-speed adjustnent shall be provided. Sheaves shall be sel ected
to provide the capacity indicated at the approxi mate m dpoi nt of the
adjustment. Fans shall be statically and dynam cally bal anced. Fan notor
shall be totally encl osed type or open dripproof and |ocated within an
enclosure to be fully protected fromthe weather.

.5.6.4 Wat er Section

Water elimnators shall be constructed of nonferrous netal, of an approved
nonnetallic material, or of not lighter than 0.6 nm (24 gauge) 24 gauge
steel, hot-dip galvanized after fabrication. Spray nozzles shall be brass
noncl oggi ng type designed to pernit easy disassenbly, and shall be arranged
for easy access. Water punp shall be bronze-fitted centrifugal or turbine
type, and may be nounted as an integral part of the evaporative condenser
or renptely on a separate nounting pad. Punp suction shall be fully
subnerged and provided with screened inlet. Wter pan or sunmp shall be
constructed of not lighter than 1.8 nm (14 gauge) 14 gauge steel, hot-dip
gal vani zed after fabrication, or nolded acid-resistant

gl ass-fiber-reinforced polyester. Water distribution pan shall be
constructed of not lighter than 1.6 mm 16 gauge steel, hot-dip gal vani zed
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after fabrication. Joints shall be watertight. Wter pan or sunp shall be
provided with drain, overflow, and make-up water connection with stop val ve
and float valve. A bleed line with a flow valve of the needle type sized
for the flowrequired or fixed orifice shall be provided in the punp

di scharge line and shall be extended to the nearest drain for continuous

di schar ge.

2.6 CHI LLER COVMPONENTS

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Coordinate the type of chiller conponents
required with the type of chiller specified in the
previ ous paragraphs. Conponents define under this
par agraph do not apply to absorption type chillers.
Del ete this paragraph if only absorption type
chillers are specified.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

2.6.1 Refrigerant and Q|

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: Non-absorption type chillers shall operate on
a refrigerant with an ozone depletion potenti al
(ODP) less than or equal to 0.05. R-22, R 123,
R-134a, R-407C, and R-410A all neet this requirenent.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Refrigerants shall be one of the fluorocarbon gases. Refrigerants shal
have nunber designations and safety classifications in accordance with
ASHRAE 34. Refrigerants shall neet the requirenents of ARl 700 as a

m nimum Refrigerants shall have an Ozone Depletion Potential (CODP) of
| ess than or equal to 0.05.

2.6.2 Structural Base

Chiller and individual chiller conponents shall be provided with a
factory-mounted structural steel base (wel ded or bolted) or support |egs.
Chiller and individual chiller conponents shall be isolated fromthe
buil di ng structure by nmeans of [nol ded neoprene isolation pads.] [vibration
isolators with published load ratings. Vibration isolators shall have

i solation characteristics as recomended by the manufacturer for the unit
supplied and the service intended.]

2.6.3 Chiller Refrigerant Circuit

EE R R R R R R R R R R R R R R R R R R R R R R R I R

NOTE: Filter dryers are not needed on chillers
whi ch nake use of a purge system

EE R R R R R R R R R E R R R R R R REEEERE R EEEE R R R R R R R R

Chiller refrigerant circuit shall be conpletely piped and factory | eak
tested. For multiconpressor units, not |ess than 2 independent refrigerant
circuits shall be provided. Circuit shall include as a m ninmum a
[combination filter and drier,] conbination sight glass and noisture
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indicator, liquid-line solenoid valve for reciprocating, an electronic or
thernostatic expansion valve with external equalizer, charging ports,
conpressor service valves for field-serviceable conpressors, and superheat
adj ust ment .

2.6.4 Control s Package

EE R R R R R R R R R R R R R R R R R R R R R R R R I R

NOTE: For large water-cooled chillers (centrifuga
or rotary screw), notor starters and disconnects
swi tches which are to be renotel y-nounted are not
typically supplied by the chiller manufacturer

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

Chiller shall be provided with a conplete [factory-nounted] [renote-nounted

where indicated], prewired electric or mcroprocessor based control system
Control s package shall contain as a mnimuma digital display or
accept abl e gauges, an on-auto-off switch, [nptor starters,] [disconnect

switches,] power wiring, and control wiring. Controls package shal

provi de operating controls, nonitoring capabilities, programuable

setpoints, safety controls, and EMCS interfaces as defi ned bel ow.

2.6.4.1 Qperating Controls

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: For proper startup and head pressure
controls, enter the winter design tenperature to
whi ch the equi pnent will be subjected. Coordinate
this tenperature with manufacturers to assure
avai |l abl e equi pnent.

A cooling tower bypass line and nodul ating contro
val ve shoul d be eval uated and incorporated into a

design which requires chiller operation in anbient
tenperatures | ess than 13 degrees C (55 degree F).

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

Chiller shall be provided with the follow ng adjustable operating controls
as a mni mum

a. Leaving chilled water tenperature contro

b. Adjustable tinmer or automated controls to prevent a conpressor
fromshort cycling

c. Automatic lead/lag controls (adjustable) for nulti-conpressor units

d. Load limting

e. Systemcapacity control to adjust the unit capacity in accordance
with the system | oad and the progranmabl e setpoints. Controls

shal |l automatically re-cycle the chiller on power interruption

f. Startup and head pressure controls to allow system operation at
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al | anbient tenperatures down to [ ] degrees C F

g. [Fan sequencing for air-cool ed condenser]
2.6.4.2 Monitoring Capabilities

Duri ng nornmal operations, the control systemshall be capable of nonitoring
and di splaying the follow ng operating paraneters. Access and operation of
di splay shall not require opening or renoving any panels or doors.

a. Entering and |eaving chilled water tenperatures

b. Self diagnostic

c. Operation status

d. Operating hours

e. Nunber of starts

f. Conpressor status (on or off)

g. Refrigerant discharge and suction pressures

h. GO pressure

i. [Condenser water entering and | eaving tenperatures]

j . [Nunber of purge cycles over the last 7 days]

2.6.4.3 Pr ogr ammabl e Set points

EE R R R R R R R R R R R R R R R R R R R R R R R I R R R O O R

NOTE: Snall sized chillers may not have security
setting capabilities.

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

The control system shall be capabl e of being reprogramed directly at the
unit. [No paraneters shall be capabl e of being changed w thout first
entering a security access code.] The programuabl e setpoints shall include
the following as a m ni nrum

a. Leaving Chilled Water Tenperature

b. [Leaving Condenser Water Tenperat ure]

c. [Time dock/Cal ender Date]

2.6.4.4 Safety Controls with Manual Reset

Chiller shall be provided with the follow ng safety controls which
automatically shutdown the chiller and which require manual reset.

a. Lowchilled water tenperature protection
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b. High condenser refrigerant di scharge pressure protection

c. Low evaporator pressure protection

d. Chilled water flow detection

e. Hi gh notor winding tenperature protection

f. Lowoil flow protection if applicable

g. [Motor current overload and phase | oss protection]
2.6.4.5 Safety Controls with Autonatic Reset

Chiller shall be provided with the follow ng safety controls which
automatically shutdown the chiller and which provide automatic reset.

a. Over/under voltage protection

b. Chilled water flow interlock

c. [Phase reversal protection]
2.6.4.6 Renote Al arm

During the initiation of a safety shutdown, a chiller's control system
shal | be capable of activating a renbte alarmbell. In coordination with
the chiller, the contractor shall provide an alarmcircuit (including
transformer if applicable) and a m ninum 100 nm (4 inch) 4 inch dianeter
alarmbell. Aarmcircuit shall activate bell in the event of nachine
shutdown due to the chiller's nonitoring of safety controls. The alarm
bell shall not sound for a chiller that uses | ow pressure cutout as an
operating control

2.6.4.7 Ener gy Managenent Control System (EMCS) Interface
The control system shall be capable of communicating all data to a renote
i ntegrated DDC processor through a single shielded cable. The data shal
include as a mnimumall systemoperating conditions, capacity controls,
and safety shutdown conditions. The control systemshall also be capable
of receiving at a mninmnumthe foll owi ng operating comrands.
a. Renote Unit Start/Stop

b. [Renote Chilled Water Reset]

(9]

[ Renot e Condenser Water Reset]
2.6.5 Conpr essor (s)
2.6.5.1 Reci procati ng Conpressor(s)

Rotating parts shall be statically and dynam cally bal anced at the factory
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to mnimze vibration. Conpressors shall be capable of operating at
partial -1 oad conditions w thout increased vibration over the nornmal
vibration at full |oad operation and shall be capable of continuous
operation down to the | owest step of unloading as specified. Conpressors
of size 7.45 kW (10 horsepower) 10 horsepower and above shall have an oi
| ubrication systemof the reversible, forced-feed type with oil strainer
Shaft seal in open-type units shall be nmechanical type. Piston speed for
open-type conpressors shall not exceed the nmanufacturer's reconmrendati on or
6 ms (1200 fpm, 1200 fpm whichever is less. Conpressors shall include:
a. Vertical, V, W or radial cylinder design
b. 41l lubrication

c. Integrally cast block of close-grained iron or cast al uni num bl ock
wi th hardened steel cylinder sleeves

d. Ql-level bull's eye

e. Cast cylinder heads

f. Cast-alum numor forged-steel connecting rods

g. Cast iron or forged-steel crankshaft

h. Min bearings of the sleeve-insert type

i. Crankcase oil heaters controlled as reconmended by the manufacturer

j. Suction and discharge refrigerant service valves that are flange
connected, wench operated, with cap

k. A strainer on the suction side of the conpressor
I. [A hot-gas nuffler to reduce vibration and noise from pul sati ons]
2.6.5.2 Scrol | Conpressor(s)
Conpressors shall be of the hernetically seal ed design. Conpressors shal
be mounted on vibration isolators to mnimze vibration and noi se

Rotating parts shall be statically and dynam cally bal anced at the factory
to mnimze vibration. Lubrication systemshall be centrifugal punp type

equi pped with a nmeans for determning oil level and an oil charging val ve.
Crankcase oil heater shall be provided if standard or if available as an
option. |If provided, the crankcase oil heater shall be controlled as

recommended by the nmanufacturer

2.6.5.3 Rot ary Screw Conpressor(s)
Conpressors shall operate stably for indefinite tinme periods at any stage
of capacity reduction wi thout hot-gas bypass. Provision shall be nmade to

i nsure proper lubrication of bearings and shaft seals on shutdown with or
wi t hout el ectric power supply. Rotary screw conpressors shall include:
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An open or hernetic, positive displacenent, oil-injected design
directly driven by the conpressor driver. Conpressor shall allow
access to internal conpressor conponents for repairs, inspection,
and repl acenent of parts.

Rotors which are solid steel forging with sufficient rigidity for
proper operation.

A maxi num rotor operating speed no greater than 3600 RPM

Casings of cast iron, precision machined for mninmal clearance
about periphery of rotors.

A lubrication systemof the forced-feed type that provides oil at
the proper pressure to all parts requiring lubrication

Shaft main bearings of the sleeve type with heavy duty bushi ngs or

rolling elenent type in accordance with AFBVA Std 9 or AFBMA Std 11.
Bearings shall be conservatively |oaded and rated for an L(10)

life of not |ess than 200, 000 hours.

A differential oil pressure or flow cutout to allow the conpressor
to operate only when the required oil pressure or flowis provided
to the bearings.

A tenperature- or pressure-initiated, hydraulically actuated,
singl e-slide-val ve, capacity-control systemto provide m ni num
autonatic capacity nodul ation from 100 percent to 15 percent.

An oil separator and oil return systemto renove oil entrained in
the refrigerant gas and autonmatically return the oil to the
conpr essor.

Crankcase oil heaters controlled as recomended by the
manuf act urer.

Centrifugal Conpressor(s)

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: When centrifugal chillers are used for heat
recovery duty, the entering heat recovery condenser
wat er tenperature is usually controlled to between
35 and 40 degrees C (95 and 105 degrees F) so that
the water tenperature |eaving the heat recovery
condenser is high enough to be used as a heat

source. Under these conditions, the chiller will be
operating at a higher head pressure than nornally
encountered. At these high head conditions, the
centrifugal conpressor may surge at part-|oad
conditions of as high as 30 percent to 40 percent
dependi ng upon the conditions to which the chiller
is subjected. In these cases, the designer should
survey the manufacturers to deternmine at what |oad
the available chillers will surge, at the conditions
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and | oads to be encountered at the site. The
bracketed sentences will be renoved fromthe
centrifugal chiller paragraph and replaced with the
appropriate capacity control requirenents. The

desi gner should also consider nultiple chillers to
satisfy the load and to partition the loading to the
chillers such that the heat recovery chiller load is
sufficiently high to avoid surge. Wen exani ning
heat recovery, full consideration should be given to
the effect of 35-40 degrees C (95-105 degree F)

wat er and the resulting power requirenents of the
chiller on the econonic benefit of heat recovery.

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

Centrifugal conpressors shall be single or nultistage, having dynamcally
bal anced inpellers, either direct or gear driven by the conpressor driver.
I mpel l ers shall be over-speed tested at 1.2 tines the inpeller-shaft speed.

I mpel | er shaft shall be heat-treated alloy steel with sufficient rigidity
for proper operation at any required operating speed. Centrifuga
conpressors shall include:

a. Shaft main bearings that are the rolling elenent type in
accordance with AFBVA Std 9 or AFBMA Std 11, journal type with
bronze or babbitt liners, or of the aluni numalloy one-piece
insert type. Bearings shall be rated for an L(10) life of not
| ess than 200, 000 hours.

b. Casing of cast iron, alum num or steel plate with split sections
gasketed and bolted or cl anped toget her.

c. Lubrication systemof the forced-feed type that provides oil at
the proper pressure to all parts requiring lubrication

d. Provisions to ensure proper |lubrication of bearings and shaft
seals prior to starting and upon stopping with or without electric
power supply. On units providing forced-feed lubrication prior to
starting, a differential oil pressure cutout interlocked with the
conpressor starting equi pnent shall allow the conpressor to
operate only when the required oil pressure is provided to the
beari ngs.

e. Q| sunp heaters controlled as recommended by the manufacturer

f. Tenperature-or pressure-actuated prerotation vane or suction
danper to provide automatic capacity nodul ati on from 100 percent

capacity to 10 percent capacity. |If operation to 10 percent
capacity cannot be achi eved wi thout providing hot-gas bypass, then
the Contractor shall indicate in the equipnent submttal the |oad

percent at which hot gas bypass is required.
.6.6 Conpressor Driver, Electric Mtor
Motors, starters, [variable speed drives], wiring, etc. shall be in

accordance with paragraph ELECTRI CAL WORK. Motor starter shall be [unit
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nounted] [renpte mounted] as indicated with starter type, wiring, and
accessories coordinated with the chiller manufacturer. Starter shall be
able to operate in tenperatures up to 120 degrees F

6.7 Conpressor Driver, Gas-Engine

EE R R R R R R R R R R R R R R R R I R R R R I R

NOTE: Natural gas-engine drives are used in
conjunction with either reciprocating, rotary, or
centrifugal type conpressors

The decision to use a heavy duty industrial type
engi ne as conpared to a standard autonotive type
engine will be based strictly on an econonic
conparison. The standard autonotive type engi nes
have a nmuch lower initial cost, but they nust be
repl aced and/ or overhaul ed much nore often. Al so
note that typically, standard autonotive type
engines are only available for chillers with a
capacity of 500 tons or |ess.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

Gas- engi ne conpressor driver shall operate on natural gas and be in
accordance with NFPA 37 and NFPA 54. Engine shall be designed for
stationary applications and include all ancillaries necessary for
operation. Engine shall be a manufacturer's standard producti on nodel and
be specifically designed for chiller operation. Engine shall include as a
m nimum a [ heavy duty industrial] [standard autonotive] grade bl ock
starting system lubrication system coolant system engine heat exchanger
[engi ne cooling radiator,] fuel supply system and controls package.
Engi ne shall be naturally aspired, supercharged, or turbocharged and

i ncl ude appropriate air filters. Engine shall be 2- or 4-stroke-cycle and
conpression-ignition type. Engine shall be vertical in-line, V- or
opposed- pi ston type, with a solid cast block or individually cast
cylinders. Engine shall have a mninmumof 2 cylinders. Qpposed-piston
type engi nes shall have not |ess than 4 cylinders. Engine block shall have
a cool ant drain port.

.6.7.1 Starting System

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

NOTE: Specify either an electric or pneumatic type
starting system Electric type systemw || be used
for nost applications. For installations where a
conpressed air systemexists or is to be installed,
a pneumatic starting system should be consi dered.

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

Engi ne starting systemshall be the [electric] [pneunmatic] type and be of
sufficient capacity, at the maxi mumtenperature specified, to crank the
engi ne wi thout danage or overheating. [Electric starting system shal
operate on a [24] | ]-volt DC systemutilizing a negative circuit
ground. A starting battery system shall be provided and shall include the
battery, corrosion resistant battery rack, intercell connectors, spacers,
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autonmatic battery charger with overcurrent protection, netering and
relaying. Battery shall be in accordance with SAE J 537. Battery charger
shall conformng to UL 1236 and be the current-limting type with
overcurrent protection.] [Pneunatic starting systemshall be as specified
in Section 15400 PLUMBI NG GENERAL PURPCSE, for a working pressure of 1.03
MPa (150 psi) 150 psi.]

.6.7.2 Lubrication System

Engi ne shall be provided with a pressurized oil lubrication system System
shall include a lubrication oil punp that is engine driven. One full-flow
filter shall be provided for each punp. Filters shall be readily
accessi bl e and capabl e of being changed wi t hout di sconnecting the piping or
di sturbi ng ot her conmponents. System pressure shall be regul ated as
recommended by the engine manufacturer. A pressure relief valve shall be
provi ded on the crankcase. Crankcase breathers shall be piped to the
outside. Systemshall be readily accessible for servicing such as

draining, refilling, and overhauling.

.6.7.3 Cool ant System

Engi ne shall include an automatic engi ne jacket water cooling system

Water shall be circulated through the systemw th an engi ne-driven
circulating punp. [System coolant shall use a conbination water and

et hyl ene-gl ycol sufficient for freeze protection at the m ni numtenperature
speci fied.]

.6.7.4 Engi ne Heat Exchanger

Engi ne heat exchanger shall be of the shell-and-tube type construction and
be in accordance with ASVME BPV VIII Div 1. Shell material shall be carbon
steel. Tubes shall be seam ess copper or copper-nickel. Tubes shall be

i ndividually replaceable. Unit's waterside working pressure shall be rated
for not less than 1,000 kPA (150 psig) 150 psig and factory tested at 150
percent of design working pressure. Water connections |arger than 75 nm (3
i nches) 3 inches shall be ASME Cl ass 1500 flanged. Unit shall be provided
wi t h gasketed renovabl e covers, drains, and vents.

.6.7.5 Engi ne Cool i ng Radi at or

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

NOTE: An engine cooling radiator will be needed to
satisfy an engine's cooling requirenents if cooling
tower water or heat recovery is not used.

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

Heat exchanger may be factory coated with corrosive resistant film

provi ded that correction neasures are taken to restore the heat rejection
capability of the radiator to the initial design requirenent via over
sizing, or other conpensating nethods. |Internal surfaces shall be
conpatible with liquid fluid coolant used. Materials and coolant are
subj ect to approval by the Contracting O ficer. Heat exchangers shall be
the pressure type incorporating a pressure valve, vacuumvalve and a cap
Caps shall be designed for pressure relief prior to renpval. Each heat
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exchanger and the entire cooling systemshall be capable of withstanding a
m ni mum pressure of 48 kPa (7 psi) 7 psi and shall be protected with a
strong grille or screen guard. Each heat exchanger shall have at |east 2
t apped hol es; one shall be equipped with a drain cock, the rest shall be

pl ugged.

.6.7.6 Fuel Supply System

Engi ne fuel supply systemshall be factory mounted. System shall include
as a mninmuma sol enoid shut-off valve, a gas pressure regul ator
andcarburetors (including a throttle body assenbly) or fuel injectors.

.6.7.7 Control s Package

The controls for the gas-engi ne shall be incorporated into the overal
controls package for the liquid chiller. The engine controls shall be
capabl e of monitoring, displaying, and controlling, as applicable, the
foll owi ng conditions.

a. Coolant-fluid inlet and outlet tenperatures
b. Lubricating-oil inlet and outlet tenperatures and pressures
c. Engine run-tine hours
d. Engine current status node (on/off)
e. Engi ne speed
f. Percent engine |oad
g. Engine jacket tenperature
.6.7.8 Exhaust Pi pi ng

Exhaust piping installation shall be per the engi ne nanufacturer's
recomendati ons, except as nodified herein. Horizontal sections of exhaust
pi pi ng shall be sloped downward away fromthe engine to a drip leg for
collection of condensate with drain valve and cap. Changes in direction
shal |l be long radius. Exhaust piping and nmufflers shall be insulated in
accordance with Section 15080 THERMAL | NSULATI ON FOR MECHANI CAL SYSTENMS
Vertical exhaust piping shall be provided with a hinged, gravity-operated,
sel f-closing, rain cover.

.6.7.9 Exhaust Muffl er

Engi ne shall be provided with a chanmber type exhaust nmuffler. The nuffler
shal | be of welded steel and designed for [outside] [inside] [vertical]
[horizontal] nounting. Eyebolts, lugs, flanges, or other itens shall be
provi ded as necessary for support in the |location and position indicated.
Pressure drop through the nuffler shall not exceed the recomendati ons of
t he engi ne manufacturer. CQutside nmufflers shall be zinc coated or painted
with high tenperature | ] degrees resisting paint. The nmuffler and
exhaust piping together shall reduce the noise level to less than | ]
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dBa at a distance of 22.9 m (75 feet) 75 feet fromthe end of the exhaust
piping with the chiller operating at 100 percent of rated output capacity.
The nmuffler shall have a drain valve, nipple, and cap at the | ow point of
the muffler.

.6.7.10 Exhaust System Connecti ons

Fl exi bl e connectors shall be provided at the exhaust piping connection to
the engine. An expansion joint shall be provided in the exhaust piping at
the nmuffler connection. Flexible connectors and expansi on joints shal
have fl anged connections. Flexible sections shall be nade of convol uted
seanm ess tube without joints or packing. Expansion joints shall be the
bel | ows type. Expansion and flexible elenents shall be stainless stee

sui tabl e for engi ne exhaust gas at 649 degrees C (1200 degrees F) 1200
degrees F. Flexible connectors and expansion joints shall be capabl e of
absorbing vibration fromthe engi ne and conpensati on for thernmal expansion
and contraction.

.6.8 Conpressor Driver, Steam Turbine

Steam turbine shall conformto NEMA SM 23 and be suitable for direct
connection to the conpressor. Turbine shall have a capacity 10 percent

greater than the conpressor brake horsepower requirenment at full-I| oad
condition. Steam strainer shall be either internally nounted or installed
in connecting piping. Turbine shall include sentinel warning val ve,

forced-feed lubrication, oil cooler, oil reservoir, oil relief valve, oi
pi pi ng, oil-pressure gauge, tachoneter, and gl and-seal piping if a

condensing turbine is used. |f a non-condensing turbine is used, provision
shall be nade for drain piping. The turbine shall be suitable for
automatic control. An overspeed trip governor shall be provided to shut

of f the steam supply at 115 percent of design speed. Provision shall be
made to stop the turbine upon operation of the conpressor safety devices
and upon power failure by the use of a solenoid trip on the energency

over speed governor. Turbine shall be governed by a pneumatically
control | ed hydraulic governor during automatic operation and with a nmanual
control effective during failure of the air supply. Pneumatic valve shal
be actuated by a tenperature controller with its sensing el enent in contact
with the chilled water. Turbine shall be designed to operate at the steam
pressure and exhaust conditions indicated. |If the turbine is a condensing
type, a surface-type steam condenser conplete with single-stage air
ejector, inter- and after-condenser, electric-driven dual condensate punps,
at nospheric relief valve, and expansion joint shall be furnished.

6.9 Conpressor Driver Connections

EE R R R R R R R R R R R R R R R R R R R R R R R I R

NOTE: Delete the first set of brackets if a large
liquid-chilling package is specified. Delete the
second set of brackets if a condensing and
conpressing unit or a small liquid-chilling package
i s used.

EE R R R R R R R R R R R R R R R R R R R R R R R R R I

[ Each conpressor shall be driven by a V-belt drive or direct connected
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through a flexible coupling, except that flexible coupling is not required
on hernmetic units. V-belt drives shall be designed for not |ess than 150
percent of the driving notor capacity. Flexible couplings shall be of the
type that does not require lubrication.] [Each nachine driven through
speed-i ncreasi ng gears shall be so designed as to assure self-alignnent,

i nterchangeabl e parts, proper lubrication system and m ni nrum unbal anced
forces. Bearings shall be of the sleeve or roller type. GCear cases shal
be oil tight. Shaft extensions shall be provided with seals to retain oi
and exclude all dust.]

2.6.10 Li qui d Cool er (Evaporator)

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

NOTE: The standard performance fouling factor per
ARl is 0.0001.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

Cool er shall be of the shell-and-coil or shell-and-tube type design
Condenser's refrigerant side shall be designed and factory pressure tested
to comply with ASHRAE 15. Condenser's water side shall be designed and
factory pressure tested for not less than [1,000] [1,700] kPa [150] [250]
psi. Cooler shell shall be constructed of seam ess or welded steel. Coi
bundl es shall be totally renovabl e and arranged to drain conpletely. Tubes
shal | be seam ess copper, plain, integrally finned with smooth bore or
integrally finned with enhanced bore. Each tube shall be individually

repl aceable. Tubes shall be installed into carbon mld steel tube sheets
by rolling. Tube baffles shall be properly spaced to provi de adequate tube
support and cross flow. Performance shall be based on a water velocity not
less than 0.91 m's (3 fps) 3 fps nor nore than 3.7 mMm (12 fps) 12 fps and a
fouling factor of [0.0001] [0.00025] [0.0005].

2.6.11 Ai r - Cool ed Condenser Coi

EE R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Standard coil construction is copper tubes
with aluminumfins. For excessively corrosive

at nospheres, either copper tubes with copper fins or
al um num tubes with al um num fins should be
considered. For additional corrosion protection
specify the nanufacturer's standard epoxy or vinyl
coati ng.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

Condenser coil shall be of the extended-surface fin-and-tube type and shal
be constructed of seam ess [copper] [or] [alum nun] tubes with conpatible
[copper] [or] [alumi num fins. Fins shall be soldered or mechanically
bonded to the tubes and installed in a netal casing. Coils shall be
circuited and sized for a mninumof 3 degrees C 5 degrees F subcooling and
full punpdown capacity. Coil shall be factory |eak and pressure tested
after assenbly in accordance with ASHRAE 15. [Coil shall be entirely
coated with the manufacturer's standard epoxy or vinyl coating.]

2.6.12 Wat er - Cool ed Condenser Coi
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Condenser shall be of the shell-and-coil or shell-and-tube type design
Condenser's refrigerant side shall be designed and factory pressure tested
to comply with ASHRAE 15. Condenser's water side shall be designed and
factory pressure tested for not less than [1,000] [1,700] kPa [150] [250]
psi. Condensers shall be conplete with pressure relief valve or rupture
di sk, water drain connections, and refrigerant charging valve. Low
pressure refrigerant condenser shall be provided with a purge val ve | ocated
at the highest point in the condenser to purge non-condensi bles trapped in
t he condenser. Condenser shell shall be constructed of seam ess or wel ded
steel. Coil bundles shall be totally renpbvable and arranged to drain
conpletely. Tubes shall be seam ess copper, plain, integrally finned with
snooth bore or integrally finned with enhanced bore. Each tube shall be

i ndividual |y repl aceabl e, except for the coaxial tubes. Tube baffles shal
be properly spaced to provide adequate tube support and cross fl ow.
Performance shall be based on water velocities not less than 0.91 mi's (3
fps) 3 fps nor nore than 3.7 mm (12 fps) 12 fps and a fouling factor of

[ 0.00025] [0.0005]. Water-cool ed condensers nmay be used for refrigerant
storage in lieu of a separate liquid receiver, if the condenser storage
capacity is 5 percent in excess of the fully charged systemfor single
packaged systens.

2.6.13 Heat Recovery Condenser Coi

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: The designer will conduct feasibility studies
to determine if a heat recovery condenser is an
econonmical addition to the system Heat recovery
condensers generally come in two sizes. The snaller
of the two is generally sized to reject the
superheat to the donestic water. The larger is
sized to reject the sane anount of heat as the
standard condenser. The drawings will indicate the
heat rejection capacity of the heat recovery
condenser and the tenperatures of the water to which
it nmust reject the heat.

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

Condenser shall be of the shell-and-coil or shell-and-tube type design and
shall not be a part of the standard condenser. Condenser shall be provided
and installed by the chiller manufacturer. Condenser's refrigerant side
shal | be designed and factory pressure tested to conply w th ASHRAE 15.
Condenser's water side shall be designed and factory pressure tested for
not less than [1,000] [1,700] kPa [150] [250] psi. Condenser shall have
performance characteristics as indicated on the drawi ngs. Condenser shel
shal | be constructed of seam ess or welded steel. Coil bundles shall be
totally renovabl e and arranged to drain conpletely. Tubes shall be

seanl ess copper, plain, integrally finned with snboth bore or integrally
finned with enhanced bore. Each tube shall be individually replaceabl e,
except for the coaxial tubes. Tube baffles shall be properly spaced to
provi de adequate tube support and cross flow. Performance shall be based
on water velocities not less than 0.91 m's (3 fps) 3 fps nor nore than 3.7
mm (12 fps) 12 fps and a fouling factor of[0.00025] [0.0005].

2.6.14 Recei vers
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Liquid receivers not already specified herein as an integra
factory-mounted part of a package, shall be designed, fitted, and rated in
accordance with the recommendati ons of ARl 495, except as nodified herein
Recei ver shall bear a stanp certifying conpliance with ASVE BPV VIII Div 1
and shall neet the requirenents of ASHRAE 15. |nner surfaces shall be

t horoughl y cl eaned by sandbl asti ng or other approved neans. Each receiver
shal | have a storage capacity not |ess than 20 percent in excess of that
required for the fully-charged system Each receiver shall be equi pped
with inlet, outlet drop pipe, drain plug, purging valve, relief valves of
capacity and setting required by ASHRAE 15, and two bull's eye liquid-Ievel
sight glasses. Sight glasses shall be in the sane vertical plane, 90
degrees apart, perpendicular to the axis of the receiver, and not over 75
mm 3 inches horizontally fromthe drop pi pe neasured along the axis of the
receiver. In lieu of bull's eye sight glass, external gauge glass with
netal gl ass guard and autonatic closing stop valves nay be provided.

2.6.15 Chiller Purge System

2.

EE R R R R R R R R R R R R R R R R R R R R R R R I

NOTE: Refrigeration systens which operate bel ow

at nospheric pressure (i.e., R 123 nmachines) wll
require a refrigerant purge piping system Indicate
the routing of the piping on the drawings. Require
the Contractor to delete the piping if a purge
systemis not required for the type of chiller that
is to be provided. Indicate that it will be the
Contractor's responsible to size the piping based
upon the chiller manufacturer's reconmendati ons.

Pur ge di scharge piping may be connected to the
pressure-relief piping on the chiller side of the
piping's vibration isolators.

EE R R R R R R R R R R R R R R R R R R R R R R R I R R R O O R

Chillers which operate at pressures bel ow at nospheric pressure shall be
provided with a purge system Purge systemshall automatically renove air
wat er vapor, and non-condensi bl e gases fromthe chiller's refrigerant.
Purge system shall condense, separate, and return all refrigerant back to
the chiller. An oil separator shall be provided with the purge systemif
required by the manufacturer. Purge systemshall not discharge to occupied

areas, or create a potential hazard to personnel. Purge system shal
i ncl ude a purge pressure gauge, nunber of starts counter, and an el apsed
time meter. Purge systemshall include lights or an al arm which indicate

excessive purge or an abnormal air |eakage into chiller

.6.16 Tool s

One conpl ete set of special tools, as recommended by the manufacturer for
field mai ntenance of the system shall be provided. Tools shall be nounted
on a tool board in the equi pnent roomor contained in a tool box as directed
by the Contracting O ficer.

7 ABSORPTI ON LI QUID CH LLER
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EE R R R R R R R R R R R R R R R R R R R R R R R I O R

NOTE: Performa life cycle cost analysis to
determ ne the nost economical type (single- or

t wo- st age) of absorption unit to specify. The
initial cost of a two-stage chiller is typically
much hi gher than a singl e-stage machi ne, however a
two-stage chiller will provide a substantial anount
of energy savings over the life of the equi pnent.

M ninum efficiencies will either be presented in
this paragraph or on the design drawings. Delete
the efficiency ratings in this paragraph if

equi pnent efficiencies are shown on the draw ngs.
If the efficiencies are shown on the draw ngs,
reference the applicable ARl standard. The
following is a list of appropriate mninmumfull |oad
and part |load ratings for absorption chillers.
These val ues or higher values will be entered into
the specification where indicated. The designer
shoul d contact manufacturers to determine what is
avai | abl e before specifying full and part |oad

val ues.
Ful | Load | PLV
(*CoP) (*CoP)
Single Effect (Indirect Fired):
Al'l Capacities 0. 65 0. 65
Doubl e Effect (Indirect Fired):
Al'l Capacities 1.20 1.25
Doubl e Effect (Direct Fired):
Al'l Capacities 0.90 0.90

* - Units are dinmensionless (output / input)

I ndicate the type of water boxes (standard or

mari ne) required for the evaporator, the absorber
and the condenser on the drawings. Note that sone
manufacturers do not offer marine water boxes for
each connecti on.

EE R R R R R R R R R E R R R R R R R R R R E R R R R R R O R

Chiller shall be constructed and rated in accordance with ARl 560 and shal
bear the appropriate underwiter's laboratories (UL) label. [Chiller shal
have a m ni mum cool i ng Coefficient of Perfornmance (COP) of | ] at ful
| oad conditions in accordance with ARl 560. Chiller shall have a m ni mum
cooling COP of | ] at part load conditions in accordance with AR 560.]
Chiller shall be the [single-stage] [two-stage] hernetic, water-cool ed
type design. Chiller shall be [indirectly-fired with [stean] [hot water]]
[directly-fired with a [single] [dual] fuel burner]. [For direct-fired
units, ratings for cooling capacity, fuel consunption, and COP shall be
based on the higher heating value (HHV) or the specific type of fue
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utilized.] Unless necessary for delivery purposes, chiller shall be
assenbl ed, |eak-tested, charged, and adjusted at the factory. 1In lieu of
delivery constraints, a chiller may be assenbl ed, |eak-tested, charged, and
adjusted at the job site by a factory representative. Unit conponents

del ivered separately shall be sealed and charged with a nitrogen hol di ng
charge. Unit assenbly shall be conpleted in strict accordance with

manuf acturer's recommendations. Chiller shall operate within capacity
range and speed recomended by the manufacturer. Parts wei ghing 23 EKG 50
pounds or nore which nust be renoved for inspection, cleaning, or repair
shall have lifting eyes or lugs. Chiller shall be provided with insulation
on surfaces subject to sweating including the Iiquid cooler and water

boxes. Chiller shall be provided fromthe factory with a single point

Wi ring connection for incom ng power supply. Magnetic across-the-Iline
notor starters with overl oad protection shall be provided for each factory

supplied punp. Chiller shall include all customary auxiliaries deened
necessary by the manufacturer for safe, controlled, automatic operation of
the equi pnent. Chiller shall include the followi ng as a m ni num

a. Absorber, evaporator, and condenser
b. [Generator] [First and second stage generators]
c. Refrigerant, absorber, and inhibitor solutions

d. [Low] [Low and high] tenperature heat exchanger(s)

e. Self-contained, hernetically sealed, self lubricating, liquid
cool ed, refrigerant and solution punps. Punps shall be direct
coupled with the notor and shall include isolation valves.

f. [Factory-installed conbustion burner assenbly and pre-piped fue
train]

g. [Cooling/heating switch val ve]

h. [ Exhaust gas economi zer]

i. [Automatic][Manual] purge system

j. Autommtic decrystallization system

k. Chiller controls package

I. Interconnecting piping and wiring

m [ G ooved nechanical] [Flanged] [Wel ded] connections for water boxes
n. Refrigerant spray nozzles

0. Factory-nounted structural steel base (wel ded or bolted) or
support | egs

p. Thernoneters and sight glasses to allow visual inspection of unit
operation
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2.7.1 Conponent Construction

EE R R R R R R R R R R R R R E R R R R R R R R R R R R I R

NOTE: Delete the requirenents for the first and
second stage generators if a two-effort chiller is
not specified.

EE R R R R R R R R R R R R R R R R R R R R R R R R I R

Chiller exterior surfaces shall be factory painted, finished, and insul ated
as applicable. Chiller shell shall be of carbon steel construction with
cast iron or welded steel heads. Evaporator, absorber, condenser
generator(s), and heat exchanger(s) shall be of the shell-and-tube type
construction and be in accordance with ASVE BPV VIII Div 1. Evaporator
absorber, condenser, and heat exchanger tubes shall be shall be seanl ess
copper or cupronickel (CuNi). [First stage generator tubes shall be

seanl ess Type 409 stainless steel or cupronickel. Second stage generator]
[ Generator] tubes shall be seam ess cupronickel. Tubes shall be

i ndividual |y repl aceable. Water boxes shall be provided with lifting |ugs,
gasketed renovabl e covers, drains, and vents. Unit's internal waterside
conponents shall be rated for not |less than 1,000 kPA (150 psig) 150 psig
and factory tested at 150 percent of design working pressure. Insulation
shal |l be provided for the refrigerant punp, all exposed chilled water

pi pi ng, the absorber shell, the steamor hot water inlet piping.

2.7.2 Conbusti on Burner Assenbly

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Delete this paragraph if a direct-fired
absorption chiller is not specified.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

Chiller shall be provided with a forced draft, flanme retention type burner
and fuel train assenbly. Burner shall be the [single] [dual] fuel type
capabl e of burning [natural gas] [propane] [and] [nunber 1 fuel oil]

[ nunmber 2 fuel oil] [diesel]. Burner and fuel train shall be listed by the
underwriters | aboratories (UL). Burner assenbly shall be provided with al
pressure regul ators, switches, controls, ignition system blower fans, and
ot her devices required for proper and safe operation of the burner. Burner
assenbly shall be equipped with an external prinmary-secondary air ratio
adjustrment that all ows adjustnent w thout dismantling the burner. Burner
controls shall allow either nanual or autommtic burner operation. Fuel
changeover shall be acconplished [by a nmanual fuel changeover switch]
[autonatical |y as indicated].

2.7.3 Control s Package

Chiller shall be provided with a conplete factory nounted and prew red

el ectric or mcroprocessor based control system Controls package shall be
[unit-nmounted] [floor-nmunted where indicated] which contains as a m ni num
a digital display or acceptable gauges, an on-auto-off sw tch, notor
starters, power wiring, control wring, and disconnect switches. Controls
package shall provide operating controls, nonitoring capabilities,
progranmmabl e setpoints, safety controls, and EMCS i nterfaces as defined
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2.7.3.1

Chiller
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Qperating Controls

shal |l be provided with the foll owi ng adjustable operating controls

as a mni mum

a.

b

2.7.3.2

Leaving chilled water tenperature contro

System capacity control to adjust the unit capacity in accordance
with the system | oad and the progranmabl e setpoints. Controls
shal |l automatically re-cycle the chiller on power interruption

Monitoring Capabilities

Duri ng nornmal operations, the control systemshall be capable of nonitoring
and di splaying the follow ng operating paraneters. Access and operation of
di splay shall not require opening or renpving any panels or doors.

a.

b

2.7.3.3

Entering and | eaving chilled water tenperatures
Entering and | eavi ng condenser water tenperatures
Refri gerant and sol ution tenperatures

Generator pressures and tenperatures

Sel f diagnostic

Qperation status

Qperating hours

Nunmber of starts

Nunber of purge cycles over the last 7 days

Pr ogr ammabl e Set points

The control system shall be capabl e of being reprogramed directly at the

unit.

No paraneters shall be capabl e of being changed w thout first

entering a security access code. The progranmabl e setpoints shall include
the following as a m ni nrum

a.
b
c.
2.7.3.4
Chiller

Leaving Chilled Water Tenperature
Leavi ng Condenser \Water Tenperature
Ti me C ock/ Cal ender Date

Safety Controls with Manual Reset

shal |l be provided with the followi ng safety controls which

automatically shutdown the chiller and which require manual reset.

SECTI ON 15620R Page 44



ARMYMDS

a. Refrigerant or solution punp thermal or current overl oad

b. Lowrefrigerant tenperature

c. Loss of chilled water

d. Loss of condenser water

e. Hi gh or Iow condenser water tenperatures

f. Power failure

g. Generator high tenperature or pressure

h. Low solution |eve

i. [Burner or related conbustion nal function]

2.7.3.5 Renmote Al arm
During the initiation of a safety shutdown, the control system shall be
capabl e of activating a renote alarmbell. |In coordination with the
chiller, the contractor shall provide an alarmcircuit (including
transformer if applicable) and a m ninum 100 nm (4 inch) 4 inch dianeter
alarmbell. Aarmcircuit shall activate bell in the event of nachine
shutdown due to the chiller's nonitoring of safety controls. The alarm
bell shall not sound for a chiller that uses | ow pressure cutout as an
operating control
2.7.3.6 Ener gy Managenent Control System (EMCS) Interface

The control system shall be capable of communicating all data to a renote
i ntegrated DDC processor through a single shielded cable. The data shal
include as a mnimumall systemoperating conditions, capacity controls,
and safety shutdown conditions. The control systemshall also be capable
of receiving at a mninmnumthe foll owi ng operating comrands.

a. Renote Unit Start/Stop

b. Renpote Chilled Water Reset

c. Renote Condenser Water Reset

2.8  ACCESSCRI ES

2.8.1 Refri gerant Leak Detector

EE R R R R R R R R R E R R R R R R REEEERE R EEEE R R R R R R R R

NOTE: Refrigerant |eak detectors will be provided
as required by the "System Application
Requi rement s" in ASHRAE 15.

When a detector is required, the location will be
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i ndi cated on the drawi ngs. Detectors are best

| ocated between the refrigeration systemand the
room exhaust. Sanpling points froma detector wll
be | ocated a maxi num of 18 inches above the finished
floor since all comonly-used refrigerants are
heavier than air.

As a rule of thunb, the distance between any
refrigeration systemand a refrigerant sanpling
poi nt shouldn't exceed 50 feet. |In order to neet

t he recommended 50 foot distance, a nechanical room
can be provided with either nultiple detectors each
with single sanpling points or with one detector
that has the capability of nonitoring at nultiple

sanpling points. If nmultiple sanpling points are
required, enter the nunber in the appropriate blank
bel ow.

Per ASHRAE 15, when a detector senses refrigerant it
nmust activate an alarmand initiate the room
ventilation system |In regards to alarns, as a

m ninmum indicate that the detector will energize a
light on or near the detector as well as a second
light installed on the outside wall next to the
mechani cal room entrance. The exterior light wll
be provided with a sign that warns personne
entering the nechanical roomof a refrigerant

rel ease and that a SCBA is required to enter. |If
applicable to the installation, include an audible
alarmon the exterior of the mechanical room
Include the electrical design for the alarm system
on the draw ngs.

As an additional item ASHRAE 15 states that
open-flane devices (i.e., boilers, etc.) cannot be
installed in the sane area as a refrigeration
system unl ess either conbustion air for the
open-flane device is ducted straight fromoutside to
the device; or the alarmrelay fromthe detector is
used to automatically shutdown the conbustion
process in the event of refrigerant |eakage.
Indicate all applicable alarmcontrols on the

dr awi ngs.

Delete the information in the |ast bracketed
sentences if an EMCS is not applicable to the design

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

Detector shall be the continuously-operating, hal ogen-specific type.
Detector shall be appropriate for the refrigerant in use. Detector shal
be specifically designed for area nonitoring and shall include [a single
sanpling point] [[ ] sanpling points] installed where indicated

Det ect or design and construction shall be conpatible with the tenperature,
hum dity, baronetric pressure and voltage fluctuations of the operating
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area. Detector shall have an adjustable sensitivity such that it can
detect refrigerant at or above 3 parts per mllion (ppn). Detector shal
be supplied factory-calibrated for the appropriate refrigerant(s).

Detector shall be provided with an alarmrelay output which energizes when
the detector detects a refrigerant |evel at or above the TLV-TWA (or

toxi city neasurenent consistent therewith) for the refrigerant(s) in use.
The detector's relay shall be capable of initiating corresponding al arns
and ventilation systens as indicated on the drawings. Detector shall be
provided with a failure relay output that energi zes when the nonitor
detects a fault in its operation. [Detector shall be capable with the
facility's energy managenent and control system (EMBS). The EMCS shall be
capabl e of generating an electronic log of the refrigerant level in the
operating area, nonitoring for detector malfunctions, and nmonitoring for
any refrigerant alarm conditions.]

8.2 Refrigerant Relief Valve/Rupture Disc Assenbly

EE R R R R R R R R R R R R R R R R R R R R R I R I I R

NOTE: ASHRAE 15 requires refrigeration systens to
be protected with a pressure-relief device that will
safely relieve pressure due to fire or other
abnornmal conditions. A relief valvel/rupture disc
assenbly is the optinumsolution. The rupture disc
will provide visual indication of a release while

al so providing i mediate shutoff once a safe
pressure i s achieved.

Designer will indicate on the drawi ngs the | ocation
of each new relief valve/rupture disc assenbly as
well as the routing and size of correspondi ng
pressure-relief piping. The routing and size of new
pressure-relief piping will be per ASHRAE 15.

EE R R R R R R R R R R R R R R R R R R R R R R R I R R R O O R

The assenbly shall be a conbination pressure relief valve and rupture disc
designed for refrigerant usage. The assenbly shall be in accordance with
ASME BPV VIII Div 1 and ASHRAE 15. The assenbly shall be provided with a
pressure gauge assenbly which will provide local indication if a rupture
disc is broken. Rupture disc shall be the non-fragnenting type.

.8.3 Refri gerant Signs

Refrigerant signs shall be a nmedi umweight alum numtype with a baked
enanel finish. Signs shall be suitable for indoor or outdoor service.
Signs shall have a white background with red letters not | ess than 12 mm
0.5 inches in height.

.8.3.1 Installation Identification

Each new refrigerating systemshall be provided with a refrigerant sign
whi ch indicates the following as a m ni num

a. Contractor's nane.
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b. Refrigerant nunber and anount of refrigerant.
c. The lubricant identity and anount.
d. Field test pressure applied.

2.8.3.2 Controls and Piping ldentification

Refri gerant systems containing nore than 50 kg 110 | b of refrigerant shal
be provided with refrigerant signs which designate the following as a
m ni mum

a. Valves or switches for controlling the refrigerant flow [, the
ventilation system] and the refrigerant conpressor(s).

b. Pressure liniting device(s).

2.8.4 Refri gerant Recovery/ Recycle System

EE R R R R R R R R R R R R R R R R R R R R R R R I

NOTE: A refrigerant recovery/recycle systemw ||
not be specified if the designer determ nes that on
site staff will not be responsible for chiller
teardown or mmjor service. |f the designer
deternmnes the on site staff will be responsible for
chiller teardown or nmjor service, the designer
shal | investigate whether another recovery/recycle
systemis avail abl e to mai ntenance personnel before
specifying a new system The recovery/recycle
systemis an expensive itemand all alternatives to
provi ding a new system shoul d be investi gat ed.

If arefrigerant recovery/recycle systemis
specified, the recovery/recycle systemshall be
tested and listed to conformto the requirenents of
ARl 740 for refrigerant recovery/recycle systens by
a recogni zed national testing |aboratory. The
system shal |l include separate storage vessel (s)
capabl e of storing the entire refrigerant charge of
the largest chiller

The recovery/recycle unit shall be portable.
Chiller nounting or floor nounting of the systemis
expensi ve and therefore is discouraged.

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

A manual ly initiated refrigerant recovery/recycle systemshall be provided,
consisting of a notor-driven, air- or water-cool ed, reciprocating
condensing unit and a receiver of sufficient capacity to store the entire
refrigerant charge of the largest water-chilling system For refrigerants
wi t h at mospheric pressure boiling tenperature bel ow 20 degrees C 68 degrees
F the receiver shall be sized so that it is no nore than 80 percent full at
32 degrees C 90 degrees F. For refrigerants with atnospheric pressure
boiling tenperature above 20 degrees C 68 degrees F, the receiver shall be
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sized so that it is no nore than 90 percent full at 32 degrees C 90 degrees
F. The recovery/recycle systemcondensing unit shall be assenbled as a
conplete unit and nmeet the requirenents of ASHRAE 15. The system
conponents shall be portable and shall include all val ves, connections, and
controls required for operation. Receiver and relief devices shall conform
to the requirenents of ASME BPV VIII Div 1. The recovery/recycle system
shall be tested and listed to conformto ARl 740 for refrigerant
recovery/recycle systems by a recogni zed national testing |aboratory. For
refrigerants with atnospheric pressure boiling tenperature bel ow 20 degrees
C 68 degrees F, the recovery/recycle unit shall have an ARl 740 vapor
refrigerant recovery rate of no less than 8.5 kg/mnute 17.0 | b/ m nute.

For refrigerants with atnospheric pressure boiling tenperature above 20
degrees C 68 degrees F, the recovery/recycle unit shall have an ARl 740
vapor refrigerant recovery rate of no less than 1.0 kg/mnute 2.2 | b/ m nute.

8.5 Aut omati ¢ Tube Brush C eani ng System

EE R R R R R R R R R R R R R R R R R R R R R I R I I R

NOTE: Delete this paragraph unless specifically
required by the onsite staff.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

8.5.1 Brush and Basket Sets

One brush and basket set (one brush and two baskets) shall be furnished for
each condenser tube. Brushes shall be nade of nylon bristles, with
titaniumw re. Baskets shall be pol ypropyl ene.

.8.5.2 Fl ow Di verter Val ve

Each system shall be equi pped with one flowdiverter valve specifically
designed for the automatic tube brush cl eaning system and have parall el

fl ow connections. The flowdiverter valve shall be designed for a working
pressure of [1,000] [1,700] kPa [150] [250] psig. End connections shall be
flanged. Each valve shall be provided with an electrically operated air

sol enoi d val ve and position indicator

.8.5.3 Control Pane

The control panel shall provide signals to the diverter valve at a preset
time interval to reverse water flow to drive the tube brushes down the
tubes and then signal the valve to reverse the water flow to drive the
brushes back down the tubes to their original position. The controller
shal |l have the follow ng features as a m ni num

a. Tinmer to initiate the on-load cl eaning cycle.

b. WManual override of preset cleaning cycle.

c. Power-on indicator

d. Diverter-position indicator

e. Ceaning-cycle-tinme adjustnent
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f. Flowswtch bypass.
2.8.6 Gasket s

Gaskets shall conformto ASTMF 104 - classification for conpressed sheet
with nitrile binder and acrylic fibers for nmaxi num 371 degrees C (700
degrees F) 700 degrees F service.

2.8.7 Bolts and Nuts

Bolts and nuts, except as required for piping applications, shall be in
accordance with ASTM A 307. The bolt head shall be nmarked to identify the
manuf acturer and the standard with which the bolt conplies in accordance
with ASTM A 307.

2.9 FABRI CATI ON

2.9.1 Factory Coating

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: For equi pnent to be installed outdoors,
adequate protection will be specified.

Manuf acturers must submt evidence that unit

speci nen have passed the specified salt spray fog
test. A 125 hour test will be specified in a
noncorrosive environment and a 500 hour test will be
specified in a corrosive environnent.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Unl ess ot herwi se specified, equipnent and conponent itens, when fabricated
fromferrous nmetal, shall be factory finished with the manufacturer's
standard finish, except that itens |ocated outside of buildings shall have
weat her resistant finishes that will w thstand [125] [500] hours exposure
to the salt spray test specified in ASTM B 117 using a 5 percent sodi um
chloride solution. Imediately after conpletion of the test, the specinen
shal | show no signs of blistering, winkling, cracking, or |oss of adhesion
and no sign of rust creepage beyond 3 nm 1/8 inch on either side of the
scratch mark. Cut edges of gal vani zed surfaces where hot-dip gal vani zed
sheet steel is used shall be coated with a zinc-rich coating conformng to
ASTM D 520, Type |I.

2.9.2 Factory Applied Insulation

Chiller shall be provided with factory installed insulation on surfaces
subj ect to sweating including the liquid cooler, suction |ine piping,
econom zer, and cooling lines. |Insulation on heads of coolers may be field
applied, however it shall be installed to provide easy renoval and

repl acenent of heads without danage to the insulation. Were notors are

t he gas-cool ed type, factory installed insulation shall be provided on the
cold-gas inlet connection to the notor per nanufacturer's standard
practice. Factory insulated itens installed outdoors are not required to
be fire-rated. As a mninmum factory insulated itens installed indoors
shall have a flane spread index no higher than 75 and a snoke devel oped
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i ndex no higher than 150. Factory insulated items (no jacket) installed

i ndoors and which are located in air plenuns, in ceiling spaces, and in
attic spaces shall have a flanme spread i ndex no higher than 25 and a snopke
devel oped i ndex no higher than 50. Flane spread and snoke devel oped

i ndexes shall be determined by ASTM E 84. Insulation shall be tested in
the sane density and installed thickness as the naterial to be used in the
actual construction. WMaterial supplied by a manufacturer with a jacket
shall be tested as a conposite material. Jackets, facings, and adhesives
shall have a flane spread index no higher than 25 and a snoke devel oped

i ndex no higher than 50 when tested in accordance with ASTM E 84.

2.10 FACTORY TESTS

2.10.1 Chill er Perfornmance Test

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Currently, nost chiller manufacturers do not
have the ability to factory perfornance test
anyt hi ng other than water-cooled chillers
(centrifugal or rotary screw) which have fl ooded
evaporators. In addition, nost testing facilities
are only setup to test chillers 300 tons or |arger
in capacity. The ability to perfornmance test snal
DX systens (water- or air-cooled) is al nost
non- exi st ent .

Chiller performance testing is a very expensive
requi renent and shoul d be carefully eval uated before
including it into a job specification. The AR
certification programhas gone a long way in recent
years of assuring chiller perfornance as specified.
The need for a performance test will be eval uated
agai nst the custoner's requirenents and the
criticality of the installation

If a performance test is deenmed necessary to assure
that the capacity and efficiencies specified will be
met, then include this paragraph. Testing should
only be specified on water-cooled chillers between
1054 and 5622 kW (300 and 1600 tons). Tests nmay be
specified for smaller chillers in critica
applications where the tests are felt justified,
however, the designer nust deternine in the design
stage if such tests are available. 1In no case
should a test be required on nore than one unit of
mul tiple, identical capacities.

The ARl testing of chillers allows a deviation to
chiller capacity of up to 5%at full load. Load
cal cul ati ons should consider this tol erance.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

The Contractor and proposed chiller manufacturer shall be responsible for
performing the chiller factory test to validate the specified full |oad
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capacity, full load EER, and [IPLV] [NPLV] in accordance with AR 550/590
except as indicated. [The chiller factory test shall be perforned in the
presence of a Governnent representative.] The Contractor and chiller
manuf acturer shall provide to the Governnent a certified chiller factory
test report in accordance with ARl 550/590 to confirmthat the chiller
perforns as specified. Tests shall be conducted in an ARl certified test
facility in conformance with ARl 550/590 procedures and tol erances, except
as indicated. At a mnimum chiller capacity shall be validated to neet

t he schedul ed requirenments indicated on the draw ngs. Tol erance or
deviation shall be in strict accordance with ARl 550/590. Stable operation
at mininumload of 10 percent of total capacity shall be denbnstrated
during the factory test.

2.10.1.1 Tenperature Adjustnents

Tenperature adjustnments shall adhere to ARl 550/590 to adjust fromthe
design fouling factor to the clean tube condition. Test tenperature
adjustnents shall be verified prior to testing by the manufacturer. There
shal |l be no exceptions to conducting the test with clean tubes with the
tenperature adjustnments per ARl 550/590. The manufacturer shall clean the
tubes, if necessary, prior to testing to obtain a test fouling factor of

0. 0000.

2.10.1.2 Test Instrunentation

The factory test instrunentation shall be per AR 550/590 and the
calibration shall be traceable to the National Institute of Standards and
Technol ogy.

2.10.1.3 Test Report

A certified test report of all data shall be forwarded to the Governnent
for approval prior to project acceptance. Calibration curves and
i nfornati on sheets for all instrunentation shall be provided.

2.10.1. 4 Equi pnent Adj ust nent s

If the equipnent fails to performw thin allowabl e tol erances, the

manuf acturer shall be allowed to make necessary revisions to his equi pnent
and retest as required. [The manufacturer shall assume all expenses

i ncurred by the Government to witness the retest.]

2.10.2 Chill er Sound Test

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: Require factory sound tests for chiller
applications where sound levels are a critica

i ssue. Typically, factory sound tests are only
perfornmed on large centrifugal and rotary screw
machines. As a mininumif a factory sound test is
not deened necessary, indicated the nmaxinum

al | owabl e sound | evel requirenments for al
applicable chiller conponents on the draw ngs.

SECTI ON 15620R Page 52



ARMYMDS

In the paragraph bel ow, select 85 decibels if
mlitary personnel (90 decibels for civilian
personnel) will operate the equi pnent without
hearing protection. Oher decibel requirenents nay
be specified if hearing protection is provided.

EE R R R R R R R R R R R R R R R R I R R R R I R

Chillers shall be sound tested at the factory prior to shipnent to confirm
the sound pressure |evel specified herein. Tests and data shall be
conducted and neasured in strict accordance with ARl 575 at the full | oad
system operating conditions. The chiller sound pressure |level, in decibels
(dB), with a reference pressure of 20 micropascals, shall not exceed [85]
[90] [ ] dB, A weighted. Ratings shall be in accordance with ARl 575
No reduction of entering condenser water tenperature or raising of |eaving
chilled water tenperature shall be allowed. A mninumof 75 percent of the
sound data points shall be taken along the I ength of the machine, and
establ i shed as the m ni nrum percentage of total possible points used to
determ ne sound levels. In the event that the chiller does not neet the
dBA sound pressure |level, the manufacturer shall, at his expense, provide
sufficient attenuation to the nachine to neet the specified value. This
attenuation shall be applied in such a manner that it does not hinder the
operation or routine naintenance procedures of the chiller. The
attenuation naterial, adhesives, coatings, and other accessories shall have
surface burning characteristics as determ ned by ASTM E 84.

2.11  SUPPLEMENTAL COVPONENTS/ SERVI CES
2.11.1 Chill ed and Condenser Water Piping and Accessories

Chill ed and condenser water piping and accessories shall be provided and
installed in accordance with Section 15181 CHH LLED AND CONDENSER WATER
Pl PI NG AND ACCESSORI ES.

2.11.2 Refri gerant Piping

Refrigerant piping for split-systemliquid chillers shall be provided and
installed in accordance with Section 15182 REFRI GERANT PI Pl NG

2.11.3 Cool i ng Tower

Cooling towers shall be provided and installed in accordance with Section
15645 COOLI NG TOAER

2.11. 4 Tenperature Controls

EE R R R R R R R R R R R R R R R R R R R R R R R I R

NOTE: Mbodify this paragraph as required to

coordi nate the central equi pnment controls with the
air-side systemcontrols. In projects where this
section of the specifications is intended to produce
control equipnent for existing air-side systens,
this paragraph will be rewitten to secure controls
to match existing controls and to properly integrate
the specified controls into the existing tenperature
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control system

A sequence of control, a schematic of controls, and
a | adder di agram should be included on the draw ngs
for each cooling tower fan, chilled water punp,
condenser water punp, etc. in order to define the
overall system operation

EE R R R R R R R R R R R R R R R R R R R R R R R R I R

Chiller control packages shall be fully coordinated with and integrated
[into the tenperature control systemspecified in Section 15895 Al R SUPPLY,
DI STRI BUTI ON, VENTI LATI ON, AND EXHAUST SYSTEM and 15950 HEATI NG,

VENTI LATI NG AND Al R CONDI TI ONI NG ( HYAC) CONTROL SYSTEMS] [into the existing
air-conditioning systen.

PART 3 EXECUTI ON
3.1 | NSTALLATI ON

Work shall be performed in accordance with the nmanufacturer's published

di agranms, recomendati ons, and equi pment warranty requirements. Were

equi pment is specified to conformto the requirenents of ASVME BPV VIII Div 1
and ASME BPV | X, the design, fabrication, and installation of the system
shall conformto ASME BPV VIII Div 1 and ASME BPV | X

3.1.1 Refrigeration System

3.1.1.1 Equi pnent

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: Determine in the initial stages of design the
approxi mate di stances required for nmaintenance

cl earances of all new equi pnent. The naintenance
clearances will be used in determning the fina

| ayout of the equipnent.

For installations where noise and vibration

transm ssion to the building nust be reduced, the
maxi mumtol erable transnissibility, in percent,
shoul d be deternined and the blank filled in with
the appropriate value. Wwen it is not necessary to
specify the percent of transmissibility, the itemin
the brackets will be deleted and brackets renoved
Recommended transmissibility in percentages are: 10
percent for equipnent nmounted in very critica

areas; 10 to 20 percent for critical areas; and 20
to 40 percent for noncritical areas. The draw ngs
shoul d be checked to ensure that all structural and
equi pnent connection factors and the conditions
surroundi ng the equi prment to be provided with the
vibration isolation units favorably influence the

ef fectiveness of the isolators. Were nmany itens of
equi pnent require different transm ssion val ues,
based on the equi pnent |ocation, the specification
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may be revised to indicate the appropriate val ues on
t he draw ngs.

EE R R R R R R R R R R R R R E R R R R R R R R R R R R I R

Refrigeration equi pnent and the installation thereof shall conformto
ASHRAE 15. Necessary supports shall be provided for all equipnrent,
appurtenances, and pipe as required, including frames or supports for
conpressors, punps, cooling towers, condensers, liquid coolers, and simlar
itens. Conpressors shall be isolated fromthe building structure. |If
nmechani cal vibration isolators are not provided, vibration absorbing
foundati ons shall be provided. Each foundation shall include isolation
units consisting of machine and floor or foundation fastenings, together
with internediate isolation material. Oher floor-nounted equi pnment shal
be set on not less than a 150 M 6 inch concrete pad dowel ed in place.
Concrete foundations for floor nounted punps shall have a mass equi val ent
to three tines the weight of the conponents, punp, base plate, and notor to
be supported. In lieu of concrete pad foundation, concrete pedestal bl ock
with isolators placed between the pedestal block and the floor nay be

provi ded. Concrete pedestal block shall be of nass not |less than three
times the conbi ned punp, notor, and base weights. Isolators shall be

sel ected and sized based on | oad-bearing requirenents and the | owest
frequency of vibration to be isolated. |Isolators shall limt vibration to
[ ] percent at |owest equipnent rpm Lines connected to punmps nounted
on pedestal bl ocks shall be provided with flexible connectors. Foundation
drawi ngs, bolt-setting information, and foundation bolts shall be furnished
prior to concrete foundation construction for all equi pnent indicated or
required to have concrete foundations. Concrete for foundations shall be
as specified in Section 03300 CAST-I N PLACE STRUCTURAL CONCRETE. Equi prent
shal | be properly leveled, aligned, and secured in place in accordance with
manuf acturer's instructions.

3.1.1.2 Fi el d Refrigerant Charging

a. Initial Charge: Upon conpletion of all the refrigerant pipe
tests, the vacuumon the system shall be broken by addi ng the
required charge of dry refrigerant for which the systemis
designed, in accordance with the nmanufacturer's recommendati ons.
Contractor shall provide the conplete charge of refrigerant in
accordance with manufacturer's recomendati ons. Upon satisfactory
conpl etion of the system performance tests, any refrigerant that
has been lost fromthe systemshall be replaced. After the system
is fully operational, service valve seal caps and bl anks over
gauge points shall be installed and tightened.

b. Refrigerant Leakage: |If a refrigerant leak is discovered after
the system has been charged, the |eaking portion of the system
shall inmmediately be isolated fromthe renmai nder of the system and

the refrigerant shall be punped into the systemreceiver or other
suitabl e container. The refrigerant shall not be discharged into
t he at nosphere.

c. Contractor's Responsibility: The Contractor shall, at all tines

during the installation and testing of the refrigeration system
take steps to prevent the release of refrigerants into the
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at nosphere. The steps shall include, but not be linmted to,
procedures which will minimze the release of refrigerants to the
at nosphere and the use of refrigerant recovery devices to renove
refrigerant fromthe systemand store the refrigerant for reuse or
reclaim At no tinme shall nore than 85 g 3 ounces of refrigerant
be released to the atnobsphere in any one occurrence. Any system

| eaks within the first year shall be repaired in accordance wth
the specified requirenents including material, |abor, and
refrigerant if the leak is the result of defective equipnent,
material, or installation

1.1.3 G| Charging

Except for factory sealed units, two conplete charges of lubricating oi

for each conpressor crankcase shall be furnished. One charge shall be used
during the perfornmance testing period, and upon the satisfactory conpletion
of the tests, the oil shall be drained and replaced with the second charge.

1.2 Mechani cal Room Ventil ati on

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

For nechani cal roons which are intended to house
refrigeration equi pnent, designers will use ASHRAE
15 to deternine applicable design criteria. Delete
this paragraph if a nechanical roomis not
applicable to the design.

In summary, ASHRAE 15 allows the use of either
natural or nechanical ventilation systens, however
natural ventilation is allowed only in certain
limted applications. Natural ventilation is

all owed only when "a refrigerant systemis |ocated
outdoors nore than 6.1 m (20 feet) from building
openings and is enclosed by a penthouse, |ean-to or
ot her open structure", otherw se nechanica
ventilation is required.

The amount of ventilation air required for a
mechani cal roomw || be determ ned based upon the
ventilation equations in ASHRAE 15. In order to use
t hese equations, a designer nust approxinate the
mass of refrigerant (kgs or | bs) expected in the

| argest system |l ocated in the mechanical room
Refrigerant quantities will be determ ned based upon
a mninmumof 2 different system manufacturers.

a. For a natural ventilation system ASHRAE 15
provi des an equation for sizing the anount of free
openi ng area required.

b. For a nechanical ventilation system ASHRAE
15 requires both normal and alarmventil ation.
Normal ventilation will be sized to cover personne
ventilation requirenents 2.5 1/s/n2 or (0.5 cfnmft2)
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and heat buildup requirenents if applicable. Al arm
ventilation will be sized based upon the equations
in ASHRAE 15. Both the nornmal and alarmventilation
rates can be achi eved using the same ventilation
system (e.g., multi-speed exhaust fans), however,

i ndi vidual systens are preferred. For the alarm
ventilation, exhaust intakes will be |ocated near
the equi pnent and close to the finished floor. Most
commonly used refrigerants are heavier-than-air and
subsequently sink to the floor. Also per ASHRAE 15,
air supply and exhaust ducts to the nechanical room
will serve no other area within a facility.

Di scharge air froma nechanical ventilation system
will be to the outdoors.

EE R R R R R R R R R R R R R R R R R R R R R R O R

Mechani cal

ventilation systens shall be in accordance with Section 15895

Al R SUPPLY, DI STRI BUTI ON, VENTI LATI ON, AND EXHAUST SYSTEM

3.1.3

Field Applied Insulation

Field installed insulation shall be as specified in Section 15080 THERVAL
| NSULATI ON FOR MECHANI CAL SYSTEMS, except as defined differently herein.

3.1.4

Fi el d Painting

Painting required for surfaces not otherw se specified, and finish painting
of items only prined at the factory are specified in Section 09900
PAI NTI NG, GENERAL.

3.2 MANUFACTURER S FI ELD SERVI CE

The services of a factory-trained representative shall be provided for
[ ] days. The representative shall advise on the follow ng:

a.

Her meti ¢ nachi nes:

(1) Testing hernetic water-chilling unit under pressure for
refrigerant |eaks; evacuation and dehydrati on of nachine to an
absol ute pressure of not over 300 microns.

(2) Charging the machine with refrigerant.

(3) Starting the machine.

Open Machi nes:

(1) FErection, alignnent, testing, and dehydrati ng.

(2) Charging the machine with refrigerant.

(3) Starting the machine.

Absorption Units:
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(1) Testing and evacuati on.
(2) Charging the machine with refrigerant.
(3) Starting the machine.

3 CLEANI NG AND ADJUSTI NG

Equi pnent shall be wi ped clean, with all traces of oil, dust, dirt, or
pai nt spots renoved. Tenporary filters shall be provided for all fans that
are operated during construction, and new filters shall be installed after
all construction dirt has been renoved fromthe building. Systemshall be
mai ntained in this clean condition until final acceptance. Bearings shal
be properly lubricated with oil or grease as recomended by the
manufacturer. Belts shall be tightened to proper tension. Control valves
and other m scel | aneous equi pnent requiring adjustment shall be adjusted to
setting indicated or directed. Fans shall be adjusted to the speed

i ndi cated by the manufacturer to neet specified conditions. Testing,

adj usting, and bal ancing shall be as specified in Section 15990 TESTI NG
ADJUSTI NG, AND BALANCI NG OF HVAC SYSTEMS.

.4 SYSTEM PERFORVMANCE TESTS

Bef ore each refrigeration systemis accepted, tests to denonstrate the
general operating characteristics of all equipnent shall be conducted by a
regi stered professional engineer or an approved nmanufacturer's start-up
representative experienced in systemstart-up and testing, at such tines as
directed. Tests shall cover a period of not less than [48] | ] hours
for each system and shall denpbnstrate that the entire systemis functioning
in accordance with the draw ngs and specifications. Corrections and
adjustments shall be nmde as necessary and tests shall be re-conducted to
denonstrate that the entire systemis functioning as specified. Prior to
acceptance, service valve seal caps and bl anks over gauge points shall be
installed and tightened. Any refrigerant [ost during the systemstartup
shall be replaced. |If tests do not denobnstrate satisfactory system
performance, deficiencies shall be corrected and the system shall be
retested. Tests shall be conducted in the presence of the Contracting
Oficer. Water and electricity required for the tests will be furnished by
the Governnent. Any material, equipnent, instrunents, and personne
required for the test shall be provided by the Contractor. Field tests
shal | be coordinated with Section 15990 TESTI NG, ADJUSTI NG AND BALANCI NG
OF HVAC SYSTEMS.

.5 DEMONSTRATI ONS

Contractor shall conduct a training course for the operating staff as
designated by the Contracting Oficer. The training period shall consi st
of a total | ] hours of normal working time and start after the system
is functionally conpleted but prior to final acceptance tests. The field
posted instructions shall cover all of the itens contained in the approved
operation and mai ntenance nanual s as well as denonstrations of routine

mai nt enance operati ons.
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End of Section --
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